
J.R. INSTRUMENTS

PICTURE PREVIEW P/N NAME DESCRIPTION  

SZ201101 Stereo Zoom Binocular Body

Zoom range 0.65-4.5X, zoom ratio 1:6.9, with 

two horizontal zoom knobs, 45º inclined 

observation tubes, Eyepieces and Eye Guards 

are not included for this item No.

   

SZ301101 Stereo Zoom Binocular Body

Zoom range 0.67-4.5X, zoom ratio 1:6.7, with 

two horizontal zoom knobs, 45º inclined 

observation tubes, Eyepieces and Eye Guards 

are not included for this item No.

 

SZ301121 Stereo Zoom Binocular Body

Zoom range 0.67-4.5X, zoom ratio 1:6.7, with 

two horizontal zoom knobs, 45º inclined 

observation tubes, ESD safe, Eyepieces and 

Eye Guards are not included for this item No.

 

SZ301201 Stereo Zoom Trinocular Body

Trinocular Zoom range 0.67-4.5X, zoom ratio 

1:6.7, with two horizontal zoom knobs, 45º 

inclined observation tubes, Eyepieces and 

Eye Guards are not included for this item No.

 

SZ301202
Stereo Zoom True-Trinocular 

Body
SZ301201 with 50/50 True-Trinocular Body   

SZ301221 Stereo Zoom Trinocular Body

Trinocular Zoom range 0.67-4.5X, zoom ratio 

1:6.7, with two horizontal zoom knobs, 45º 

inclined observation tubes, ESD 

safe，Eyepieces and Eye Guards are not 

included for this item No.

 

SZ302101 10X Eyepieces (Pair)

High-eyepoint and Wide Field 10X Eyepieces, 

with 22mm field of view, the tube outside dia. 

30mm

 

SZ302103 15X Eyepieces (Pair)

High-eyepoint and wide field 15X Eyepieces, 

16mm field of view, the tube outside dia. 

30mm

 

SZ302104 20X Eyepieces (Pair)

High-eyepoint and wide field 20X Eyepieces, 

12mm field of view, the tube outside dia. 

30mm

 

SZ302105 25X Eyepieces (Pair)

High-eyepoint and wide field 25X Eyepieces, 

11.5mm field of view, the tube outside dia. 

30mm

 

SZ302106 30X Eyepieces (Pair)
High-eyepoint and wide field 30X Eyepieces, 

9mm field of view, the tube outside dia. 30mm
 

SZ302201 Eye Guards (Pair)
Rubber Eyepiece Guards, for 10X High-

eyepoint Eyepieces
 

SZ302202 Eye Guards (Pair) For 15X, 20X, 25X Eyepieces  

SZ302311 10X Eyepiece with Reticle

SZ302101 10X Single Eyepiece with a 

Reticle, single line 10mm/100 Cross Hair, 

24mm Dia.

 

SZ302312 10X Eyepiece with Reticle
SZ302101 10X Single Eyepiece with a 

Reticle, 10mm/100 Cross Line, 24mm Dia.
 

SZ302313 10X Eyepiece with Reticle
SZ302101 10X Single Eyepiece with a 

Reticle, Cross Hair, 24mm Dia.
 

SZ302314 10X Eyepiece with Reticle
SZ302101 10X Single Eyepiece with a 

Reticle, Net Grid 10x10mm / 10x10mm
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Picture Preview P/N Name Description  

SZ302341 20X Eyepiece with Reticle
SZ302104 20x Single Eyepiece with a Reticle, 

single line 10mm/100 Cross Hair, 24mm Dia.
 

SZ302342 20X Eyepiece with Reticle
SZ302104 20x Single Eyepiece with a Reticle, 

10mm/100 Cross Line, 24mm Dia.
 

SZ302343 20X Eyepiece with Reticle
SZ302104 20x Single Eyepiece with a Reticle, 

Cross Hair, 24mm Dia.
 

SZ303101 0.3X Auxiliary Lens

0.3X Optics, outside dia. 49.5mm, working 

distance 287mm, for SZ and SZ6 Series 

Stereo Zoom Microscope

 

SZ303102 0.5X Auxiliary Lens

0.5X Optics, outside dia. 49.5mm, working 

distance 177mm, for SZ Series Stereo Zoom 

Microscope

  

SZ303103 0.75X Auxiliary Lens

0.75X Optics, outside dia. 49.5mm, working 

distance 117mm, for SZ and SZ6 Series 

Stereo Zoom Microscope

 

SZ303104 1.5X Auxiliary Lens

1.5X Optics, outside dia. 49.5mm, working 

distance 47mm, for SZ and SZ6 Series Stereo 

Zoom Microscope

 

SZ303105 2X Auxiliary Lens

2X Optics, outside dia. 49.5mm, working 

distance 26mm, for SZ and SZ6 Series Stereo 

Zoom Microscope

 

SZ303201 Ring Adapter 

Outside dia. 49.5mm, thread M48x0.75mm, 

with two slots for holding annular ring light, for 

SZ Series Stereo Zoom Microscope

 

SZ303202 Cover Glass for Ring Adapter
Class with a thread for SZ Ring Adapter and 

Auxiliary Lens 
 

SZ303203
Ring Light Adapter with 

Cover Glass

SZ303201 Ring Adapter with an anti-dust 

optical glass cover, for SZ Series Stereo 

Zoom Microscope

 

SZ304101 0.5X Video Coupler
0.5X with adjustable focus, for connecting SZ 

Series of Trinocular and CCD camera 
 

SZ304102 1X Video Coupler
1X adjustable focus, for connecting SZ Series 

of Trinocular and CCD camera 
 

SZ304103 0.35X Video Coupler
0.35X with adjustable focus, for connecting SZ 

Series of Trinocular and 1/3 CCD camera 
 

SZ306101
35mm Camera T-Mount 

Adapter

For connect with SZ Trinocular and a 35mm 

Camera, 4X Optical Photo Eyepiece inside, 

with a standard T-Mount adapter

 

SZ401101 Stereo Zoom Binocular Body

Zoom range 0.8-5X, zoom ratio 1:6.3, with two 

horizontal zoom knobs, 45º inclined 

observation tubes. Eyepieces are not included 

for this item No.

 

SZ401121
Stereo Zoom Binocular Body, 

ESD
SZ401101 Binocular with ESD SAFE  
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SZ401201 Stereo Zoom Trinocular Body

Zoom range 0.8-5X, zoom ratio 1:6.3, with two 

horizontal zoom knobs, 45º inclined 

observation tubes. Eyepieces are not included 

for this item No.

 

SZ401221
Stereo Zoom Trinocular 

Body, ESD
SZ401201 True-Trinocular with ESD SAFE  

SZ402101
10X Adjustable Eyepieces 

(Pair)

Wide Field 10X Eyepieces, with adjustable 

eyepiece diopter correction, 22mm field of 

view, the tube outside dia. 30mm. For SZ2 

and PZ2 Series of Stereo Microscopes

 

SZ402103
15X Adjustable Eyepieces 

(Pair)

Wide Field 15X Eyepieces, with adjustable 

eyepiece diopter correction, 16mm field of 

view, the tube outside dia. 30mm. For SZ2 

and PZ2 Series of Stereo Microscopes

 

SZ402104
20X Adjustable Eyepieces 

(Pair)

Wide Field 20X Eyepieces, with adjustable 

eyepiece diopter correction, 12.5mm field of 

view, the tube outside dia. 30mm. For SZ2 

and PZ2 Series of Stereo Microscopes

 

SZ402311
10X Adjustable Eyepiece with 

Reticle 

SZ402101 10X Adjustable single Eyepiece, 

with a single line 10mm/100 cross hair 

Reticle, 26mm dia. 

 

SZ402331
15X Adjustable Eyepiece with 

Reticle 

SZ402103 15X Adjustable single eyepiece, 

with a single line 10mm/100 cross hair 

Reticle, 18mm dia. 

 

SZ403102 0.5X Auxiliary Lens
Outside dia. 60mm, working distance 220mm, 

for SZ2 Series Stereo Zoom Microscope
 

 SZ403105 2X Auxiliary Lens
Outside dia. 60mm, working distance 45mm, 

for SZ2 Series Stereo Zoom Microscope
 

 SZ403201 49.5mm Ring Adapter
Outside dia. 49.5mm, thread M55x0.7mm, for 

SZ2 Series Stereo Zoom Microscope
 

SZ403202 60mm Ring Adapter
Outside dia. 60mm, thread M55x0.7mm, for 

SZ2 Series Stereo Zoom Microscope
 

SZ403203
49.5MM Ring Adapter With 

Glass

Outside dia. 49.5mm, thread M55x0.7mm, 

with glass, for SZ2 Series Stereo Zoom 

Microscope

 

SZ404101 0.4X Video Coupler

0.4X C-Mount Video Coupler with adjustable 

screw, for connecting SZ2 Trinocular and 

CCD camera

 

SZ501101 Stereo Zoom Binocular

Zoom range 0.7-4.5X, zoom ratio 1:6.5, with 

two horizontal zoom knobs, 45º inclined 

observation tubes. Eyepieces are not included 

for this item No.
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SZ501201 Stereo Zoom Trinocular

Trinocular Zoom range 0.7-4.5X, zoom ratio 

1:6.5, with two horizontal zoom knobs, 45º 

inclined observation tubes. Eyepieces are not 

included for this item No.

 

SZ502101 10X Eyepieces (Pair)

High-eyepoint and Wide Field 10X Eyepieces, 

with 20mm field of view, the tube outside dia. 

30mm

 

SZ502103 15X Eyepieces (Pair)

High-eyepoint and Wide Field 15X Eyepieces, 

with 15mm field of view, the tube outside dia. 

30mm

 

SZ502104 20X Eyepieces (Pair)

High-eyepoint and Wide Field 20X Eyepieces, 

with 10mm field of view, the tube outside dia. 

30mm

 

SZ503102 0.5X Auxiliary Lens

0.5X Optics, outside dia. 49.5mm, working 

distance 177mm, for SZ5 Series Stereo Zoom 

Microscope

 

SZ503104 1.5X Auxiliary Lens

1.5X Optics, outside dia. 49.5mm, working 

distance 47mm, for SZ5 Series Stereo Zoom 

Microscope

 

SZ503105 2X Auxiliary Lens

2X Optics, outside dia. 49.5mm, working 

distance 26mm, for SZ5 Series Stereo Zoom 

Microscope

 

SZ504101 0.3X Video Coupler
0.3X with adjustable focus, for connecting SZ3 

Series of Trinocular and CCD camera 
 

SZ504102 0.5X Video Coupler
0.5X with adjustable focus, for connecting SZ3 

Series of Trinocular and CCD camera 
 

SZ611101 Stereo Zoom Binocular Body

0.7-3X zoom objective range, Zoom ratio 

4.3:1. Working distance 100mm. Eyepieces 

are not included for this item No.

 

SZ612101 10X Eyepieces

Wide Field 10X Eyepieces,  18mm field of 

view, the tube outside dia. 23mm. For 

SZ611101 Series of Stereo Microscopes

 

SZ612103 15X Eyepieces

Wide Field 15X Eyepieces,  14mm field of 

view, the tube outside dia. 23mm. For 

SZ611101 Series of Stereo Microscopes

 

SZ612104 20X Eyepieces

Wide Field 20X Eyepieces, 11mm field of 

view, the tube outside dia. 23mm. For 

SZ611101 Series of Stereo Microscopes

 

SZ613102 0.5X Auxiliary Lens

0.5X Auxiliary Lens, working distance 197mm, 

for SZ611101 Series Stereo Zoom 

Microscope

 

SZ613105 2X Auxiliary Lens
2X Auxiliary Lens, working distance 50mm, for 

SZ611101 Series Stereo Zoom Microscope
 

SZ613201 Ring Adapter For SZ4 Series Stereo Zoom Microscope  
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SZ701101 Stereo Zoom Binocular

Zoom range 0.7X-3X, zoom ratio 1:4.3, with 

two horizontal zoom knobs, 60º inclined 

observation tubes.  Eyepieces are not 

included for this item No.

 

SZ701102 Stereo Zoom Binocular

Zoom range 0.7X-3X, zoom ratio 1:4.3, with 

two horizontal zoom knobs, 45º inclined 

observation tubes.  Eyepieces are not 

included for this item No.

 

SZ701202 Stereo Zoom Trinocular

Zoom range of zoom body: 0.7X-3X, zoom 

ratio: 1:4.3, 45° inclined observation tubes.  

Eyepieces are not included for this item No.

 

SZ702101
10X Adjustable Eyepieces 

(Pair)

Wide Field 10X Eyepieces, with adjustable 

eyepiece diopter correction, 20mm field of 

view, the tube outside dia. 30mm. For SZ5 

Series Stereo Zoom Microscope

 

SZ702104
20X Adjustable Eyepieces 

(Pair)

Wide Field 20X Eyepieces, with adjustable 

eyepiece diopter correction, 12mm field of 

view, the tube outside dia. 30mm. For SZ5 

Series Stereo Zoom Microscope

 

SZ703102 0.5X Auxiliary Lens
Outside dia. 55mm, working distance 160mm, 

for SZ5 Series Stereo Zoom Microscope
 

SZ703105 2X Auxiliary Lens
Outside dia. 55mm, working distance 50mm, 

for SZ5 Series Stereo Zoom Microscope
 

SZ704101 0.4X Video Coupler

0.4X C-Mount Video Coupler with adjustable 

screw, for connecting SZ5 Trinocular and 

CCD camera

  

SZ901101 Stereo Zoom Binocular

Zoom range of zoom body: 0.67X-4.5X, zoom 

ratio: 1:6.7, 45° inclined observation tubes. 

Eyepieces are not included for this item 

Number

 

SZ901111 Stereo Zoom Binocular

Zoom range of zoom body: 0.67X-4.5X, zoom 

ratio: 1:6.7, 45° inclined observation tubes, 

ESD safe, Eyepieces are not included for this 

item Number

 

SZ901201 Stereo Zoom Trinocular Body

Trinocular Zoom range 0.67X-4.5X, zoom ratio 

1:6.7, with two horizontal zoom knobs, 45º 

inclined observation tubes. Eyepieces are not 

included for this item Number

 

SZ901211 Stereo Zoom Trinocular Body

Trinocular Zoom range 0.67X-4.5X, zoom ratio 

1:6.7, with two horizontal zoom knobs, 45º 

inclined observation tubes, ESD safe, 

Eyepieces are not included for this item 

Number

 

SZ901221
Stereo Zoom True-Trinocular 

Body

SZ901201 with 20/80 True-Trinocular  Image 

Port
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SZ902101
10X Adjustable Eyepieces

 (Pair)

Wide Field 10X Eyepieces, with adjustable 

eyepiece diopter correction, 22mm field of 

view, the tube outside dia. 30mm. For SZ6 

Series  Stereo Microscopes

  

PZ401101 Parallel Zoom Body

PZ4 Series Parallel Zoom Stereo Microscope, 

Zoom range 0.8-5X, zoom ratio 1:6.3, with two 

horizontal zoom knobs

 

PZ401102 Parallel Zoom Body

PZ4 Series Parallel Zoom Stereo Microscope, 

Zoom range 0.8-6.5X, zoom ratio 1:8, with two 

horizontal zoom knobs

 

PZ401103 Parallel Zoom Body

PZ4 Series Parallel Zoom Stereo Microscope, 

Zoom range 0.8-8X, zoom ratio 1:10, with two 

horizontal zoom knobs

  

PZ402101 20° Parallel Binocular
20° Parallel Binocular Head. For PZ4 series 

Parallel Zoom Stereo Microscope
 

PZ402102
0°-35° Adjustable Parallel 

Binocular

0°-35°Adjustable Parallel Binocular Head. For 

PZ4 series Parallel Zoom Stereo Microscope
 

PZ403101
10X Adjustable Eyepieces 

(Pair)

Wide Field 10X Eyepieces, with adjustable 

eyepiece diopter correction, 24mm field of 

view, the tube outside dia. 30mm. For  PZ4 

Series of Stereo Microscopes

 

PZ403102
15X Adjustable Eyepieces 

(Pair)

Wide Field 15X Eyepieces, with adjustable 

eyepiece diopter correction, 16mm field of 

view, the tube outside dia. 30mm. For  PZ4 

Series of Stereo Microscopes

 

PZ403103
20X Adjustable Eyepieces 

(Pair)

Wide Field 20X Eyepieces, with adjustable 

eyepiece diopter correction, 12mm field of 

view, the tube outside dia. 30mm. For  PZ4 

Series of Stereo Microscopes

 

PZ404101 1X Objective Lens

Plan Achromatic design, N.A. 0.09, outside 

dia. 60mm, working distance 78mm, for PZ4 

Parallel Stereo Zoom Microscope

 

PZ404102 0.3X Objective Lens

Plan Achromatic design,  N.A. 0.03, outside 

dia. 60mm, working distance 276mm, for PZ4 

Parallel Stereo Zoom Microscope

  

Note: For the other Eyepieces, please use SZ402103 15X Adjustable Eyepieces (Pair); SZ402104 20X Adjustable Eyepieces (Pair); 

SZ402311 10X Adjustable Eyepiece with Reticle; SZ402331 15X Adjustable Eyepiece with Reticle. For the Auxiliary Objective Lenses, please 

use SZ303101 0.3X Auxiliary Lens; SZ303102 0.5X Auxiliary Lens; SZ303103 0.75X Auxiliary Lens; SZ303104 1.5X Auxiliary Lens; 

SZ303105 2X Auxiliary Lens; SZ303201 Ring Adapter; SZ303202 Cover Glass for Ring Adapter; SZ303203 Ring Light Adapter with Cover 

Glass. For the Video Couplers, please use SZ504101 0.3X Video Coupler; SZ504102 0.5X Video Coupler
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PZ404103 0.5X Objective Lens

Plan Achromatic design,  N.A. 0.05, outside 

dia. 60mm, working distance 126mm, for PZ4 

Parallel Stereo Zoom Microscope

 

PZ404203
0.5X Apochromatic Objective 

Lens

Plan Achromatic design,  N.A. 0.05, outside 

dia. 60mm, working distance 126mm, for PZ4 

Parallel Stereo Zoom Microscope

 

PZ404104 2X Objective Lens

Plan Achromatic design,  N.A. 0.2, outside 

dia. 60mm, working distance 32.5mm, for PZ4 

Parallel Stereo Zoom Microscope

 

PZ405101 True-Trinocular Image Port
For PZ4 Series of Parallel Zoom Stereo 

Microscope
 

PZ405201 True-Trinocular Image Port II
For PZ4 Series of Parallel Zoom Stereo 

Microscope
 

PZ406101 0.5X Coupler
For PZ4 Series of Parallel Zoom Stereo 

Microscope
 

PZ406102 1X Coupler
For PZ4 Series of Parallel Zoom Stereo 

Microscope
 

PZ406200 Coupler Adapter
For PZ4 Series of Parallel Zoom Stereo 

Microscope
 

PZ407101 Coaxial Illuminator
Coaxial Illuminator for PZ4 Series of Parallel 

Zoom Stereo Microscope
 

PZ407201 Polarizer
The Polarizer for PZ4 Series of Parallel Zoom 

Stereo Microscope
 

PZ408101 Iris Diaphragm
For PZ4 Series of Parallel Zoom Stereo 

Microscope
 

FS101101 1X/3X Binocular Body

1X/3X Turret objectives, 45° inclined 

observation tubes with ±5 diopter adjustments 

(left tube). Eyepieces are not included for this 

item No.

 

FS101201 2X/4X Binocular Body

2X/4X Turret objectives, 45° inclined 

observation tubes with ±5 diopter adjustments 

(left tube). Eyepieces are not included for this 

item No.

 

FS201101
1X/3X Dual Power Stereo 

Microscope Binocular

1X/3X Turret objectives, 45° inclined 

observation tubes with ±5 diopter adjustments 

(left tube). Eyepieces are not included for this 

item No.

 

FS201201
2X/4X Dual Power Stereo 

Microscope Binocular

2X/4X Turret objectives, 45° inclined 

observation tubes with ±5 diopter adjustments 

(left tube). Eyepieces are not included for this 

item No.

 

FS201301
1X/2X Dual Power Stereo 

Microscope Binocular

1X/2X Turret objectives, 45° inclined 

observation tubes with ±5 diopter adjustments 

(left tube). Eyepieces are not included for this 

item No.
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FS310111
10X Long Arm Fixed Power 

Stereo Microscope

10X Eyepieces, 1X objective, 12V10W 

incandescent lamp，120V 60Hz
 

FS310211
20X Dual Illuminated Stereo 

Microscope

10X Eyepieces, Inserted 2X objective, 

12V10W incandescent lamp for top and 

bottom lighting，120V 60Hz

 

FS320141
10X/30X Dual Illuminated 

Stereo Microscope

10X Eyepieces, 1X/3X objective, 12V10W 

incandescent lamp for top and bottom 

lighting，120V 60Hz

 

FS320241
20X/40X Dual Illuminated 

Stereo Microscope

10X Eyepieces, 2X/4X objective, 12V10W 

incandescent lamp for top and bottom 

lighting，120V 60Hz

 

FS320351
10X/30X Dual Illuminated 

Stereo Microscope

10X Eyepieces, 1X/3X objective, 12V10W 

halogen lamp for top and bottom 

lighting，120V 60Hz

 

FS320451
20X/40X Dual Illuminated 

Stereo Microscope

10X Eyepieces, 2X/4X objective, 12V10W 

halogen lamp for top and bottom 

lighting，120V 60Hz
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MZ101101 0.7-4.5X Micro Zoom Body Micro Zoom Body with 0.7-4.5X zoom range  

MZ101102
Micro Zoom Body with 

Detents

Micro Zoom Body with 0.7-4.5X zoom range, 

the  pre-set stops for detent are at 0.7X, 1X, 

1.5X, 2X, 2.5X, 3X, 3.5X, 4X, 4.5X

 

MZ102101 0.35X Coupler

Standard C-mount design, applicable to 1/3" 

CCD camera, focus distance 67mm, optical 

length approx. 76mm, for MZ Series Micro 

Zoom Lens

 

MZ102102 0.5X Coupler

Standard C-mount design, applicable to 1/3" 

CCD camera, focus distance 90mm, optical 

length approx. 97mm, for MZ Series Micro 

Zoom Lens

 

MZ102103 0.75X Coupler

Standard C-mount design, applicable to 1/3" 

CCD camera, focus distance 135mm, optical 

length approx. 103mm, for MZ Series Micro 

Zoom Lens

 

MZ102104 1X Coupler

Standard C-mount design, applicable to 1/3" 

CCD camera, focus distance 180mm, optical 

length approx. 130mm, for MZ Series Micro 

Zoom Lens

 

MZ102105 1.5X Coupler

Standard C-mount design, applicable to 1/3" 

CCD camera, focus distance 270mm, optical 

length approx. 189mm, for MZ Series micro 

zoom Lens

 

MZ102106 2X Coupler

Standard C-mount design, applicable to 1/3" 

CCD camera, focus distance 360mm, optical 

length approx. 252mm, for MZ Series Micro 

Zoom Lens

 

MZ103101 0.3X Objective Lens

Semi-plan achromatic design, outside dia. 

30mm, working distance 331.5mm, for MZ 

Series Micro Zoom Lens

 

MZ103102 0.5X Objective Lens

Semi-plan achromatic design, outside dia. 

30mm, working distance 199.1mm, for MZ 

Series Micro Zoom Lens

 

MZ103103 0.75X Objective Lens

Semi-plan achromatic design, outside dia. 

30mm, working distance 131mm, for MZ 

Series Micro Zoom Lens

 

MZ103104 1X Objective Lens

Semi-plan achromatic design, outside dia. 

30mm, working distance 97.3mm, for MZ 

Series Micro Zoom Lens

 

MZ103105 1.5X Objective Lens

Semi-plan achromatic design, outside dia. 

30mm, working distance 60.9mm, for MZ 

Series Micro Zoom Lens

  

MZ103106 2X Objective Lens

Semi-plan achromatic design, outside dia. 

30mm, working distance 46.3mm, for MZ 

Series Micro Zoom Lens

 

MZ103201
Adapter for Infinity Objective 

Lens 

M26x1/36” (55°) standard thread, for attaching 

to Infinity Long Working Distance Objectives
 

MZ104101 Iris Diaphragm
Increases the image of Depth of View or 

Resolution, for MZ Series Micro Zoom Lens
 

MZ105101 Coaxial Part of Zoom Lens
Coaxial Illuminator, for attaching to MZ Series 

Micro Zoom Lens and Fiber Optic Cable
 

MZ Micro Zoom Lens
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MZ106101 Cross Hair Reticle Coupler The Cross Hair is inside.  

MZ106102 Cross Hair Reticle Coupler With 10mm/100 Cross Reticle  

MZ106103 Cross Hair Reticle Coupler With XY 10mm/100 Cross Reticle  

MZ511101
Macro Zoom Lens Navitar 

(Zoom 7000)

Close- focusing macro video lens,  6:1 zoom 

ratio or a 6X magnification power over a focal 

range of 18 mm to 108 mm. It comes with a 

close-up lens for imaging at distances from 5" 

to 12". When the close-up lens is removed, 

the working distance extends from 24" to 

infinity. Objective size = 100 mm x 50 mm, 

Camera format = 2/3"

 

MZ511102
Macro Zoom Lens Navitar 

(Zoom 7010)

Imaging at distances from 7-12”. Working 

distance of 16” to infinity when the built-in 

close-up lens is removed. Very high 

resolution, C-mount is standard with CS-

mount also available

 

MV100411
8” LCD Video Zoom 

Microscope Body

8" LCD Monitor. PAL or NTSC Video Output, 

Magnification 11.9X-76.2X, 0.7-4.5X zoom 

body with detents, zoom ratio 1:6.5, built-in 

LED Ring Light

 

MV100412
10” LCD Video Zoom 

Microscope Body

10.4" LCD Monitor. PAL or NTSC Video 

Output, Magnification 15.4X-99.1X, 0.7-4.5X 

zoom body with detents, zoom ratio 1:6.5, 

built-in LED Ring Light

 

MV191101 35º View Angle Attachment

35º View Angle Attachment with a 0.75X 

Objective Lens, for MV100411 or MV100412 

LCD Zoom Microscope Body

 

MV191102 25º View Angle Attachment

25º View Angle Attachment with a 0.75X 

Objective Lens, for MV100411 or MV100412 

LCD Zoom Microscope Body

 

MV191111 35º View Angle Attachment

35º View Angle Attachment with a 0.5X 

Objective Lens, for MV100411 or MV100412 

LCD Zoom Microscope Body

  

MV193101 Body-BNC Video Cable

1.5m BNC Video cable, providing a Video 

Output to connect with the other Monitor or 

Frame Graber and computer

 

MV193102 BNC-RCA Video Cable 1.5m BNC to RCA Video Cable   

MV193103 Body-S-video Video Cable

1.5m BNC cable, providing a S-Video Output 

to connect with the other Monitor or Frame 

Graber and computer

 

MV193107 BNC-AV Video Cable

1.8m BNC-AV cable, for connecting 

MV100410 with GP030311 or GP030302 LCD 

Monitor

 

 

  

Page 10 of 54 



J.R. INSTRUMENTS

Picture Preview P/N Name Description   

MV201101 5" LCD Display Camera

1/3＂SONY CCD, 5" color LCD screen, C/CS 

adapter, with Cross Hair, BNC output, 

supports max. 4GB SD Card, 2048 x 1536, 

Video: 640X480 (25fps), Input Power AC 12V

 

MV201102 8" LCD Display Camera

1/3＂SONY CCD, 8" color LCD screen, C/CS

adapter, with Cross Hair, BNC output,

supports max. 4GB SD Card, 2048 x 1536,

Video: 640X480 (25fps), Input Power AC 12V
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GI111101
10X/30X Darkfield Jewelry 

Microscope

10X Eyepieces, 1X/3X objective, 12V10W 

incandescent lamp for top and bottom 

lighting，95mm dia. for Darkfield attachment. 

120V 60Hz

 

GI111102
20X/40X Darkfield Jewelry 

Microscope

10X Eyepieces, 2X/4X objective, 12V10W 

incandescent lamp for top and bottom 

lighting，95mm dia. for Darkfield attachment. 

120V 60Hz

 

GI112101 Darkfield Attachment
95mm in diameter, attach to Darkfield Jewelry 

Microscope
 

GI112201 Jewel Tweezers
Mount thread: 3mm in diameter,  attach to 

Darkfield Jewelry Microscope
 

GI112202 Jewel Tweezers
Mount thread: 3mm in diameter,  attach to 

Darkfield Jewelry Microscope
 

GI310211 Jewelry Observation Stand

76mm scope holder. Travel distance 110mm; 

The rotatable base size is 260X310mm; Stand 

is adjustable by elevation; Bright and dark 

Field Illumination, Iris Diaphragm, with Jewel 

Tweezers. 7w fluorescent lamp for top 

lighting, 6V 30W adjustable Halogen Bulb for 

bottom lighting. AC 110-220V 

 

GI310212 Jewelry Observation Stand

B&L scope holder. Travel distance 110mm; 

The rotatable base size is 260X310mm; Stand 

is adjustable by elevation; Bright and dark 

Field Illumination, Iris Diaphragm, with Jewel 

Tweezers. 7w fluorescent lamp for top 

lighting, 6V 30W adjustable Halogen Bulb for 

bottom lighting. AC 110-220V 

 

MT1000 Metallurgical Microscope

Binocular head,  WF10X/18 Eyepiece, Infinity 

plan achromatic objectives: 4X/10X/20X/40X, 

Quadruple nosepiece, Cross table mechanical 

stage: 150x140mm, Illumination: Kohler 

illumination

 

MT1000T Metallurgical Microscope

Trinocular head, WF10X/18 Eyepiece, Infinity 

plan achromatic objectives: 4X/10X/20X/40X, 

Quadruple nosepiece, Cross table mechanical 

stage: 150x140mm, Illumination: Kohler 

illumination

 

GI Jewelry Scope and Accessories
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Picture Preview P/N Name Description  

MT1100T Metallurgical Microscope

Trinocular head, WF10X/18 Eyepiece, Plan 

achromatic objectives:5X,10X,40X,60X, Cross 

table Stage size: 185X140mm, Interpupillary 

distance: 53-75mm, Illumination:6V 20W 

halogen bulb, light intensity adjustable

 

MT112010 10X Eyepieces (Pair)

Wide Field 10X Eyepieces, with 18mm field 

view, the tube outside dia. 23mm. For 

MT1100 and MT3100 series of Microscope

 

MT112050 16X Eyepieces (Pair)

Wide Field 16X Eyepieces, with 11mm field 

view, the tube outside dia. 23mm. For 

MT1100 and MT3100 series of Microscope

 

MT112011 10X Eyepieces with Reticle

Wide Field 10X Eyepieces, with 0.1mm 

reticle, For MT1100 and MT3100 series of 

Microscope

 

MT116101 0.4X Coupler
0.4X, Standard C-mount design,  for MT1100T 

Metallurgical Microscope, for MT1100T
 

MT116102 1X Coupler
1X, Standard C-mount design,  for MT1100T 

Metallurgical Microscope, for MT1100T
 

MT116103 0.5X Coupler with Reticle
0.5X, Standard C-mount design,  for MT1100T 

Metallurgical Microscope, for MT1100T
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Picture Preview P/N Name Description  

MT2000T Metallurgical Microscope

Trinocular head, Extra wide field eyepiece: 

WF10X/22mm, Infinity plan achromatic 

objectives: 4X/10X/20X/40X; Quadruple 

nosepiece; Stage size: 300mmx268mm. 

Travel 10x10". Illumination: 240V or 

120V/6V20W halogen bulb with adjustable 

brightness

 

MT2001T Metallurgical Microscope

Trinocular head, Extra wide field eyepiece: 

WF10X/22mm, Infinity plan achromatic 

objectives: 4X/10X/20X/40X, Quadruple 

nosepiece; Stage travel 12x12". Illumination: 

240V or 120V/6V20W halogen bulb with 

adjustable brightness

 

MT206211 0.5X CCD Adapter For MT2000T Microscope  

MT206212 1X CCD Adapter For MT2000T Microscope  

MT2200T Metallurgical Microscope

White body, Trinocular head, Extra wide field 

eyepiece: EW10X/22; Video Coupler: 0.5X; 

Infinity plan achromatic objectives: 

2X/5X/10X/20X/50X; 

Quintuple Nosepiece; Stage XY Travel 

Distance: 150×150mm (6”×6"); with Polarizer, 

Fiber Optic Illuminator and Fiber Light Guide

 

MT2201T
Metallurgical Microscope 

(ESD)

ESD safe, Black body, Trinocular head, Extra 

wide field eyepiece: EW10X/22; Video 

Coupler: 0.5X; Infinity plan achromatic 

objectives: 2X/5X/10X/

20X/50X; Quintuple Nosepiece; Stage XY 

Travel Distance: 150×150mm (6”×6"); with 

Polarizer, Fiber Optic Illuminator and Fiber 

Light Guide

 

MT2210T Metallurgical Microscope

White body, Trinocular head, Extra wide field 

eyepiece: EW10X/22; Video Coupler: 0.5X; 

Infinity plan achromatic objectives: 

2X/5X/10X/20X/50X; 

Quintuple Nosepiece; Stage XY Travel 

Distance: 150×150mm (6”×6"); with Polarizer, 

12V 50W Halogen Lamp Illuminator

 

MT2000T Metallurgical Microscope
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Picture Preview P/N Name Description  

MT2211T
Metallurgical Microscope 

(ESD)

ESD safe, Black body, Trinocular head, Extra 

wide field eyepiece: EW10X/22; Video 

Coupler: 0.5X; Infinity plan achromatic 

objectives: 2X/5X/10X/

20X/50X; Quintuple Nosepiece; Stage XY 

Travel Distance: 150×150mm (6”×6"); with 

Polarizer, 12V 50W Halogen Lamp Illuminator

 

MT222030
10X Adjustable Eyepieces 

(Pair)

Wide Field 10X Eyepieces, with adjustable 

eyepiece diopter correction, 22mm field of 

view, the tube outside dia. 30mm. For 

MT2200T/MT2201T/MT2210T/MT2211T 

Microscopes

 

MT222060
10X Adjustable Eyepieces 

(Pair)

Wide Field 10X Eyepieces, with adjustable 

eyepiece diopter correction, 25mm field of 

view, the tube outside dia. 30mm. For 

MT2200T/MT2201T/MT2210T/MT2211T 

Microscopes

 

MT224200 Rotary Stage Attachment
Diameter of Stage: 160mm, for XY 

Mechanical Stage
 

MT226401 0.5X Video Coupler

0.5X Video Coupler，For 

MT2200T/MT2201T/MT2210T/MT2211T 

Microscopes
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Picture Preview P/N Name Description  

MT3100T
Inverted Metallurgical 

Microscope

Trinocular head, WF10X/18 Eyepiece, Plan 

achromatic objectives: 10X/20X/40X/100X, 

Cross table Stage size: 180x150mm, 

Interpupillary distance: 53-75mm, 

Illumination:6V 20W halogen bulb, light 

intensity adjustable

 

MT316101 0.4X Coupler
0.4X, Standard C-mount design,  for MT3100T 

Metallurgical Microscope, for MT3100T
 

MT316102 1X Coupler
1X, Standard C-mount design,  for MT3000T 

Metallurgical Microscope, for MT3100T
 

MT316103 0.5X Coupler with Reticle
0.5X, Standard C-mount design,  for MT3000T 

Metallurgical Microscope, for MT3100T
 

MT3200T Inverted Metallurgical Microscope

Infinity optical system, Wide field eyepiece 

WF10X/22mm, Quintuple nosepiece, Infinity 

long working distance plan objectives 5X, 

10X, 20X, 50X, 100X. Stage size: 226mm X 

178mm, Travel 40 x 40mm. Provides both the 

Bright Field and Dark Field, D.I.C. for optional

 

MT323111
Illumination Adjustment 

Objective
For adjusting the center of the Illuminator  

MT326101 0.5X CCD Adapter
0.5X, Standard C-mount design,  for MT3200T 

Metallurgical Microscope
 

MT327101 D. I. C. 
Differential interference contrast part, 3 types 

of plates for option
 

BM311110 Biological Microscope

30º Binocular head, WF10X/18mm Eyepiece, 

Infinity achromatic objectives: 4X, 10X, 40X, 

100X. 6V 20W Halogen light

 

BM311210 Biological Microscope

30º Trinocular head, WF10X/18mm Eyepiece, 

0.5X Video Coupler, Infinity achromatic 

objectives: 4X, 10X, 40X, 100X. 6V 20W 

Halogen light

 

MT3100T/3200T Inverted Metallurgical Microscope
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Picture Preview P/N Name Description  

BM321111 10X Eyepieces (Pair)

High-eyepoint and plan 10X Eyepieces, 18mm 

field of view, the tube outside dia. 23.2mm. 

For BM311110/BM311210 Biological 

Microscope

 

BM321112 10X Eyepieces (Pair)

High-eyepoint and plan 10X Eyepieces, 20mm 

field of view, the tube outside dia. 23.2mm. 

For BM311110/BM311210 Biological 

Microscope

 

BM321134 16X Eyepieces (Pair)

Plan 16X Eyepieces, 14mm field of view, the 

tube outside dia. 23.2mm. For 

BM311110/BM311210 Biological Microscope

 

BM312110 Biological Microscope

30º Binocular head, WF10X/20mm Eyepiece, 

Infinity Plan Objectives: 4X, 10X, 40X, 100X. 

6V 20W Halogen light

 

BM312210 Biological Microscope

30º Trinocular head, WF10X/20mm Eyepiece, 

0.5X Video Coupler, Infinity Plan Objectives: 

4X, 10X, 40X, 100X. 6V 20W Halogen light

 

BM322112 10X Eyepieces (Pair)

High-eyepoint and plan 10X Eyepieces, 20mm 

field of view, the tube outside dia. 30mm. For 

BM312110/BM312210 Biological Microscope

 

BM322113 10X Eyepieces (Pair)

High-eyepoint and plan 10X Eyepieces, 22mm 

field of view, the tube outside dia. 30mm. For 

BM312110/BM312210 Biological Microscope.

  

BM322134 16X Eyepieces (Pair)

Plan 16X Eyepieces, 14mm field of view, the 

tube outside dia. 30mm. For 

BM312110/BM312210 Biological Microscope.

 

BM323211
4X Infinity Achromatic 

Objective

4X/0.13 ∞/-, WD12.31. For 

BM311110/BM311210/BM312110/BM312210 

Biological Microscope

 

BM323212
10X Infinity Achromatic 

Objective

10X/0.30 ∞/0.17, WD6.75. For 

BM311110/BM311210/BM312110/BM312210 

Biological Microscope
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Picture Preview P/N Name Description  

BM323214
40X Infinity Achromatic 

Objective

40X/0.70 ∞/0.17, WD0.76. For 

BM311110/BM311210/BM312110/BM312210 

Biological Microscope

 

BM323216
100X Infinity Achromatic 

Objective

100X/1.25 ∞/0.17, WD0.12. For 

BM311110/BM311210/BM312110/BM312210 

Biological Microscope

 

BM323221 4X Infinity E Plan Objective

E Plan 4X/0.13 ∞/-, WD12.31. For 

BM311110/BM311210/BM312110/BM312210 

Biological Microscope

 

BM323222 10X Infinity E Plan Objective

E Plan 10X/0.30 ∞/0.17, WD6.75. For 

BM311110/BM311210/BM312110/BM312210 

Biological Microscope

 

BM323224 40X Infinity E Plan Objective

E Plan 40X/0.70 ∞/0.76, WD12.31. For 

BM311110/BM311210/BM312110/BM312210 

Biological Microscope

 

BM323226 100X Infinity E Plan Objective

E Plan 100X/1.25 ∞/0.17, WD0.12. For 

BM311110/BM311210/BM312110/BM312210 

Biological Microscope

 

BM323231 4X Infinity Plan Objective

Plan 4X/0.10 ∞/-, WD12.31. For 

BM311110/BM311210/BM312110/BM312210 

Biological Microscope

 

BM323232 10X Infinity Plan Objective

Plan 10X/0.25 ∞/0.17, WD5.03. For 

BM311110/BM311210/BM312110/BM312210 

Biological Microscope

 

BM323233 20X Infinity Plan Objective

Plan 20X/0.40 ∞/0.17, WD2.71. For 

BM311110/BM311210/BM312110/BM312210 

Biological Microscope

  

BM323234 40X Infinity Plan Objective

Plan 40X/0.65 ∞/0.17, WD0.72. For 

BM311110/BM311210/BM312110/BM312210 

Biological Microscope

 

BM323235 60X Infinity Plan Objective

Plan 60X/0.80 ∞/0.17, WD0.69. For 

BM311110/BM311210/BM312110/BM312210 

Biological Microscope

 

BM323236 100X Infinity Plan Objective

Plan 100X/1.25 ∞/0.17, WD0.17. For 

BM311110/BM311210/BM312110/BM312210 

Biological Microscope

 

BM323611 0.5X Video Coupler
For BM311210/BM312210 Biological 

Microscope
 

BM323612 1X Video Coupler
For BM311210/BM312210 Biological 

Microscope
 

BM323613 0.25X Video Coupler
For BM311210/BM312210 Biological 

Microscope
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Picture Preview P/N Name Description Dealer Price

BM401101T
Inverted Biological 

Microscope

Infinity Optical System, Siedentopf Trinocular 

Head Inclined 45˚; PL10X High Eyepoint 

Plan Eyepiece; FN 22mm, PL15X FN 16mm. 

Quintuple Nosepiece; Long Working Distance 

Plan Objectives: PL4X, PL10X, PL 20X, 

PL40X. 0.4X CCD Coupler, 90-Voltage 120V 

50/60Hz, 6V/30W Halogen Illumination

 

BM401211 Focus Eyepiece CT Eyepiece for adjusting the Phase Contrast  

BM401602 0.4X Coupler
0.4X, Standard C-mount design. For 

BM401101T Inverted Biological Microscope
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Picture Preview P/N Name Description  

FM312110
Fluorescent Biological 

Microscope

Reflected Fluorescent Microscope, 30º 

Binocular head, WF10X/20mm Eyepiece, 

infinity Plan Objectives 4X, 10X, 40X, 100X. 

6V 20W Halogen light

 

FM312210
Fluorescent Trinocular 

Microscope

Reflected Fluorescent Microscope, 30º 

Trinocular head, WF10X/20mm Eyepiece, 

0.5X Video Coupler, infinity Plan Objectives 

4X, 10X, 40X, 100X. 6V 20W Halogen light

 

MS801101 Toolmaker‘s Microscopes

Monocular with 30º inclination angle, built-in 

cross-hair reticle, 15X Eyepieces, 2X 

Objective, Total magnification 30X, Power 

supply 120V 60Hz

 

MS801102 Toolmaker‘s Microscopes

Monocular with 30º inclination angle, built-in 

cross-hair reticle, 15X Eyepieces, 2X 

Objective, Total magnification 30X, Power 

supply 220V 50Hz

 

MS801201 15X Eyepieces (Pair) 15X  FOV 13mm  

MS801202 10X Eyepieces (Pair) 10X  FOV 13mm  

MS801301 2X Lens N.A. 0.07  W.D. 67mm  

MS801302 5X Lens N.A. 0.10  W.D. 33mm  

MS801303 10X Lens N.A. 0.14  W.D. 14mm  

MS121301
2x2” Manual Measurement

Stage

XY Travel range 2X2" (50X50mm), the top of 

XY Dimensions: 150x150mm. Accuracy: 

0.005mm or above per 5mm. Effective of 

glass window: 83*83, glass size: 91*9, weight: 

2.5KG

 

MS121211 Rotary Stage Attachment

The top of XY Dimensions: 150X150mm, 

Diameter of glass window: 65mm, with 360° 

scale, for MS121301 Stage

 

MS121212  Stage Attachment

For MS121301 Measurement Stage,  

Dimensions: 152x152x9mm, adapter dia. 

Ø95mm, for attaching to MA225901, 

MA225902, MA225903 and MA225904

  

MS122101
2x2” Manual Measurement 

Stage

XY Travel range 2X2" (50X50mm), the top of 

XY Dimensions: 152x152mm. Glass window: 

85x85x3mm, effective dia. Ø45mm, Digimatic 

Micrometer Head or Mechanical Micrometer 

Head for option

 

MS122111 Rotary Stage Attachment
 For MS122101 2x2” Manual Measurement 

Stage
 

FM Fluorescence Microscope 
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MS741001

Mitutoyo Digimatic 

Micrometer

Head

Series 164-162, Measuring Travel 

2X2"(50X50mm), Resolution 

0.00005"/0.001mm, Quantizing error:  

±0.0001"

 

MS741002
2” Digimatic Micrometer 

Head

Range: 0-50mm, Resolution: 0.01mm (display 

0.001), Accuracy: 0.005mm. Carbide 

measuring surfaces, large LCD for easy 

reading, absolute and incremental 

measurement conversion, Metric-Inch 

conversion, Data hold, one SR44W battery.

 

MS742001 Mechanical Micrometer Head

Mandrel screw thread:1mm 

or.025"，precision: ±2μm, outer dia. of 

bushing: 18mm / .709"

 

MS742002
2” Mechanical Micrometer 

Head

Range: 0-50mm, Resolution: 0.01mm, 

Accuracy: 0.005mm
 

MS742003
0.5” Mechanical Micrometer

Head

Range: 0-13mm, Resolution: 0.01mm, 

Accuracy: 0.005mm
 

MS802101
76mm 2x2" Measurement 

Stand

76mm scope holder.  Vertical length 500mm; 

Travel distance 253mm; Measurement Stage 

travel distance 50x50mm; Accuracy: 0.005mm 

per 5mm or above. The LED Light Base 

Dimensions: 320×316×21mm;   Input Voltage: 

90~240V 50/60Hz.

 

MS802201
76mm 2x2" Measurement 

Stand

76mm scope holder. Vertical length 500mm; 

Travel distance 253mm; Measurement Stage 

travel distance 50x50mm; Optional 

Mechanical or Digital Micrometer; The LED 

Light Base Dimensions: 320×316×21mm;  

Input Voltage: 90~240V 50/60Hz

 

MS802301
76mm LED 2x2"x0.5“ XYZ 

High Track Stand

76mm scope holder,  vertical length 500mm. 

Travel distance 253mm, Measurement Stage 

travel distance 50x50x13mm, Optional 

Mechanical or Digital Micrometer. The LED 

Light Base size is 320×316×21mm,   input 

voltage: 90~240V 50/60Hz
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DC133210 1.3M CMOS Color Camera
USB 2.0, 1/2"CMOS, Max. resolution 1280 × 

1024, with measurement software
 

DC133511
1.3M CMOS Color Eyepiece 

Camera

 USB2.0, 1/2” CMOS; Max. resolution  

1280x1024;  0.5X lens, lens diameter 

23.2mm; Eyepiece adapter 23.2mm/30mm; 

With measurement software

 

DC201101
1.3M CMOS Color Digital 

Camera

USB 2.0, 1/3" CMOS, Max. resolution 

1280×1024. Transmission Rate 15 fps. Metal 

housing, with capture and measurement 

software

 

DC203202
3.0M CMOS Color Digital 

Camera

USB 2.0, 1/2" CMOS, Max. resolution 

2048×1536. Transmission Rate 5 fps. Metal 

housing, with capture and measurement 

software

 

DC203203
3.0M CMOS High Speed 

Color Digital Camera

USB 2.0, 1/2" CMOS, Max. resolution 

2048×1536.  High Speed Transmission Rate 

10 fps. Metal housing, with capture and 

measurement software

 

DC205202
5.0M CMOS High Speed 

Color Digital Camera

USB 2.0, 1/2.5" CMOS, Max. resolution 

2592×1944.  High Speed Transmission Rate 

6 fps. Metal housing, with capture and 

easurement software

 

DC209202
9.0M CMOS High Speed 

Color Digital Camera

USB 2.0, 1/2.3" CMOS, Max. resolution 

3488×2616.  High Speed Transmission Rate 

4 fps. Metal housing, with capture and 

easurement software

 

DC442102 VGA Color Digital Camera

1/2.5"CMOS, Max. resolution: 1024×768,

frame rate 60fps, VGA Output, C/CS Mount, 4 

adjustable horizontal lines parallel to axis X 

and 4 adjustable vertical lines parallel to axis 

Y

 

DC444101 VGA Color Digital Camera

VGA output, works with a VGA Monitor, 

operated by remote control; 1/2" 

CMOS，Resolution 1280×768，30f/s, with 

two cross lines

 

DC  USB Digital Camera and Digital Eyepiece Camera
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DC613610
VGA CMOS Color Digital 

Camera

Image capture without a PC; 1/2.5"CMOS; 

1280x1024 resolution @30fps/ (24-bit);  VGA 

output with wide screen format without 

distortion; Bitmap format captured on max. 2G 

SD/USB Card; Multiple cross hairs for quick 

aiming or gauging

 

DC613612
VGA CMOS Color Digital 

Camera

Image capture without a PC;1/2.5"CMOS; 

1280x1024 resolution @30fps/ (24-bit);  VGA 

output with wide screen format without 

distortion; Bitmap format captured on max. 2G 

SD/USB Card; Multiple cross hairs for quick 

aiming or gauging; 4 adjustable horizontal 

lines parallel to axis X and 4 adjustable 

vertical lines parallel to axis Y

 

DC613633 VGA Color Digital Camera

VGA output, 1/2" CMOS，Resolution 

2048x1536，30f/s, Bitmap format, supports  

SD Memory Card，4 adjustable horizontal 

lines parallel to axis X and 4 adjustable 

vertical lines parallel to axis Y

 

DC613634 VGA Color Digital Camera

VGA and USB2.0 output, works with PC or 

VGA Monitor, 1/2" CMOS，Resolution 

2048x1536，30f/s, Bitmap format, supports 

SD Memory Card，4 adjustable horizontal 

lines parallel to axis X and 4 adjustable 

vertical lines parallel to axis Y

 

GP020104
1/3" Color CCD 

Camera（Watec）

Watec1/3" format color CCD camera, 470 TV 

Lines horizontal resolution, BNC video 

connector. Signal format: NTSC 

 

GP020114
1/3" Color CCD 

Camera（Watec）

Watec1/3" format color CCD camera, 470 TV 

Lines horizontal resolution, BNC video 

connector. Signal format: PAL 

 

GP020105 1/3" Color CCD Camera 

1/3” format, with Manual Control.  480 TV 

Lines horizontal resolution, BNC video 

connector. Signal format: NTSC

 

GP020115 1/3" Color CCD Camera 

1/3” format, with Manual Control.  480 TV 

Lines horizontal resolution, BNC video 

connector. Signal format: PAL

 

GP020106 1/3" Color CCD Camera 

1/3” format, with Manual Control.  480 TV 

Lines horizontal resolution, BNC video 

connector. Signal format: NTSC

 

GP020116 1/3" Color CCD Camera 

1/3” format, with Manual Control.  480 TV 

Lines horizontal resolution, BNC video 

connector. Signal format: PAL
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GP020201 1/2" Color CCD Camera

1/2" format, 470 TV Lines horizontal 

resolution, BNC video connector. Signal 

format: NTSC

 

GP020211 1/2" Color CCD Camera

1/2" format, 470 TV Lines horizontal 

resolution, BNC video connector. Signal 

format: PAL

 

GP020121 1/3" Color CCD Camera

1/3” format, 470 TV Lines horizontal 

resolution, BNC video connector. Signal 

format: NTSC

 

GP020122 1/3" Color CCD Camera

1/3” format, 470 TV Lines horizontal 

resolution, BNC video connector. Signal 

format: PAL

 

GP020123 1/3" Color CCD Camera

1/3” format, 470/ 580 TV Lines horizontal 

resolution, BNC video connector. Signal 

format: NTSC; with cross hair

 

GP020124 1/3" Color CCD Camera

1/3” format, 470/ 580 TV Lines horizontal 

resolution, BNC video connector. Signal 

format: PAL; with cross hair

 

GP020901 C-Mount Spacer Standard thread, 5mm in height  

GP050102
DMP1000 Image Processing 

Software

Supports FireWire digital camera or frame 

grabber for live display, measurement and 

annotation; Image processing and 

comparison.  Handles large size of color or 

monochrome images. Saves images with 

annotation in many popular formats.

 

GP030101 Video Frame Graber

Resolution NTSC (640 x 480) and PAL (768 x 

576) Support RGB32, RGB24, RGB16, 

RGB15, RGB8, YUV422 and B/W image 

format. Compatible with Windows 2000, XP, 

Windows Vista (32-bit) and Windows 7 (32-

bit)

 

GP030102 Video Frame Graber

Resolution1280x1024, Compatible with 

Windows 2000, XP, Windows Vista (32-bit) 

and Windows 7 (32-bit)
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GP030401
Analog to Digital Video 

Converter

With video switch functions, CVBS, S-VIDEO 

and VGA signal can be switched, supports 1 

(one) channel VIDEO and 1 (one) channel S-

VIDEO input; Can be switched between Video 

and S-video; Supports 1 (one) channel 

external VGA input, Power input: DC 5V; 

Current: 250-800mA

 

GP030411
Digital to Analog Video 

Converter

PAL, NTSC and SECAM formats can be 

converted by a switch; Supports VGA 

resolution 640×480, 800×600 and 1024×768 

display modes; Directly powered by computer 

without needing external power supply
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GP110101 Cross-Hair Generator

For VGA monitor, input (interface) AV/S-

VIDEO, output interface VGA,  input voltage: 

5V 

 

GP110201 Cross-Hair Generator
Input & output interface BNC, for analog 

monitor
 

GP030311 8" LCD Color Monitor

8";  Max Resolution: 640×480;  Signal format: 

NTSC/PAL; With reticle function; Power 

Consumption: 9W. Input Voltage: 12V; 

Brightness: 300 cd/m
2
 ; Contrast: 350:1

 

GP030302 10" LCD Color Monitor

10.4";  Resolution: 1024×768; Video Signal: 

NTSC/PAL; Power Consumption: 11W;  Input 

Voltage: 12V; Brightness: 300 cd/m² ; 

Contrast: 350:1

 

GP030305 15" LCD Color Monitor

15.1” TFT color monitor, Max. Resolution 

1024×768. AV/ PC signal format, Brightness 

300 cd/m², Contrast 350:1,  With power supply 

AC 110-240V, 50/60Hz

 

 

GP030306 15" LCD CCVE monitor

600 TVL, 2 Composite BNC Inputs, S-Video, 

DVI-I Input, Anti-Reflection Glass, 3D Comb 

Filter, 3D Video De-Interlaced, Digital Noise 

Reduction (DNR), 4:3 Aspect Ratio, CTI, 

Picture freeze, Rack Mountable, 1000:1 

Contrast Ratio 

 

 

GP030314 Pole Mount Kit For GP030306  

GP030324 Wall Mount Kit For GP030306  

GP070101 Power Supply
Input AC: 100/240V 50/60Hz; Output DC 12V, 

1000mA.
 

GP070102  Power  Supply
Input AC 100/240V 47/60Hz. Output DC 12V 

4.0A.
 

GP Cross Generator
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GP080101 BNC-BNC Video Cable Length 2M (6.56ft.)  

GP080102 BNC-BNC Video Cable Length 1M (3.28ft.)  

GP080105 S-Video Cable

1.5m S-Video cable, providing a S-Video 

Output to connect with the other Monitor or 

Frame Graber and computer

 

GP090101 Fluorescent Ring Light Bulb
12W Fluorescent Bulb, for MA331101 

Fluorescent Ring Light
 

GP090102 Fluorescent Bulb
22W Fluorescent Bulb, for Magnifier 1000 and 

2000 series
 

GP090103 Fluorescent Bulb 12W Fluorescent Bulb, for MLM1000 series  

GP090105 Fluorescent Ring Light Bulb
7W Fluorescent Bulb, for MA331103 

Fluorescent Ring Light
 

GP090106 Fluorescent Ring Light Bulb
10W Fluorescent Bulb, for MA331105 

Adjustable Fluorescent Ring Light
 

GP090107
UV Fluorescent Ring Light 

Bulb

Power Consumption 8W, wave-length 365nm 

Fluorescent Ring Light Bulb
 

GP090201 21V 150W Halogen Bulb

21V 150W Halogen Bulb, for MA311101, 

MA312101, MA314101 and MA314102 Fiber 

Optic Illuminators

 

GP090202 Halogen Bulb

12V 15W Halogen Bulb, for MA212111, 

MA222111 HF Stand, MA214111 and  

MA224111 HH Stand

 

GP090203 24V 150W Halogen Bulb
24V 150W Halogen Bulb, for MA314108 Fiber 

Optic Illuminator
 

GP090204 24V 250W Halogen Bulb
24V 250W Halogen Bulb, for MA314309 Fiber 

Optic Illuminator
 

GP090205 6V 15W Halogen Bulb
6V 15W Halogen Bulb, for SZ601102, 

SZ601112 Stereo Zoom Microscope
 

  

GP090301 Fluorescent Bulb 5W, for Fluorescent Base  

GP090302 Fluorescent Bulb
9W-2U Fluorescent Bulb, for MA222111 Light 

Stand
 

GP090303 Fluorescent Bulb 13W-2U, for Magnifier 3000 Series  
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GP090304 Fluorescent Bulb 5W, for GI310211, GI310212  

GP090401 6V 30W Halogen Bulb 6V30W, for GI310211, GI310212  

GP090402 Incandescent Bulb
120V 15W Incandescent Bulb, for SZ601102, 

SZ601112 Stereo Zoom Microscope
 

GP090501 50W Xenon Bulb 50W Xenon Bulb, life time 2000h  

GP090502 250W Xenon Bulb 250W Xenon Bulb, life time 500h  

GP090503 350W Xenon Bulb 350W Xenon Bulb, life time 500h  

MA201201 76mm Track Stand

76mm scope holder. Travel Distance: 117mm. 

The base size is 228×178×22mm, with a 

100×6mm Black and White Plate. Applicable 

to SZ Series microscope

 

MA201911
Transmitted Mirror Base 

(Halogen Light Adapter)

Used with MA201201 76mm Track Stand, with 

a MA201923 Clear Glass Plate,  a  built-in 

70mm mirror, an adjustable angle. The 

adapter is for MA351101 Halogen Light use 

only

 

MA201921
100mm Black and White 

Plate

Matte Finish Plastic Plate. Dia. 100mm,  6mm 

thickness, for MA201201 76mm track stand
 

MA201922
100mm Matte Finish Glass 

Plate

Matte Finish Glass Plate. Dia. 100mm, 6mm 

thickness, for MA201201 76mm track stand
 

MA201923 100mm Clear Glass Plate
Clear glass. Dia. 100mm, thickness 6mm, for 

MA201201 76mm track stand
 

MA201931 Fiber Adapter

For attach the Fiber Optic cable with 

MA201911 Mirror Base, For the Fiber Cable 

Dia. 15.1mm

 

MA202201 76mm Track Stand

76mm scope holder. Travel Distance: 105mm. 

The base size is 280×240×25mm, with a 

140×6mm plate. Applicable to SZ2\SZ5 

Series Stereo Microscope

 

MA202202 76mm Track Stand, ESD MA202201 76mm Track Stand with ESD Safe  

MA202203 76mm Track Stand
MA202201 76mm Track Stand with Purple 

focus knob
 

 

Page 28 of 54 



J.R. INSTRUMENTS

Picture Preview P/N Name Description  

MA202301 76mm Track Stand

76mm Scope Holder. Travel distance: 

105mm; Size of the base: 290×240×20mm; 

Vertical Length: 320mm; With a 124×6mm 

Black and White Plate. Applicable to PZ, SZ 

and FS Series microscopes

 

MA202302
76mm Fine Focus Track 

Stand

76mm Scope Holder. Travel distance: 

105mm; Size of the base: 290×240×20mm; 

Vertical Length: 320mm; Fine focus 

0.02mm/circle; With a 124×6mm Black and 

White Plate. Applicable to PZ, SZ and FS 

Series microscopes

 

MA202303
76mm LED Dual Illuminated 

Light Track Stand

76mm Scope Holder. Travel distance: 

105mm; Size of the base: 290×240×55mm; 

Vertical Length: 355mm;  With a 124×6mm 

Clear Glass Plate. Power Supply: 90-264V 

50/60 Hz; Illumination: LED light. Applicable to 

PZ, SZ and FS Series microscopes. (Optional 

Top Light)

 

MA202921
140mm Black And White 

Plate

Matte Finish Plastic Plate. Dia.140mm,  

6.5mm thickness. For MA202201 76mm Track 

Stand

 

MA202923 140mm Clear Glass Plate
Clear Glass Plate. Dia.140mm,  6.5mm 

thickness. For MA202201 76mm Track Stand
 

MA202931
124mm Black And White 

Plate

Matte Finish Plastic Plate. Dia.124mm,  6mm 

thickness. For MA202301 76mm Track Stand
 

MA202932 124mm Clear Glass Plate
Clear Glass Plate. Dia.124mm,  6mm 

thickness. For MA202303 76mm Track Stand
 

MA203101 Post Stand

76mm scope holder. Max. size from vertical 

post to the front of base is 205mm with 

rectangle base. The base size is 

252x200x24mm, with a 95×5mm Black and 

White Plate. Applicable to SZ and FS Series 

microscope

 

MA204111
LED Dual Illuminated  Light 

Track  Stand

76mm scope holder. Travel distance: 100mm; 

Base Dimensions: 285×240×40mm; Vertical 

Length: 340mm; Power Supply: 100-240V 

50/60 Hz; Top and Bottom Illumination: LED 

light. Applicable to  PZ, SZ and FS Series 

microscopes

 

MA204911 100mm Black Plate
Size of the Black Plate: Dia. 100mm, 

thickness 2.5mm
 

MA204912 100mm Clear Glass Plate
Size of the Clear Glass Plate: Dia. 100mm, 

thickness 2.5mm
 

MA204913 100mm White Plate
Size of the White Plate: Dia. 100mm, 

thickness 2.5mm
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MA211101 76mm Post Stand

76mm scope holder. Max. size from vertical 

post to the front of base is 10.75"(273mm). 

Vertical Post Diameter: 1.26"(32mm); Vertical 

Post Height: 12" (305mm). The base size is 

320×305×16mm, with a 95×5mm Black and 

White Plate. Applicable to all of the 76mm 

Body Series Microscope

 

MA211103 39mm Post Stand

39mm scope holder, Max. size from vertical 

post to the front of base is 10.75"(273mm). 

Vertical post diameter 1.26"(32mm), vertical 

post height 12" (305mm). The base size is 

320×305×16mm, with a 95×5mm Black and 

White Plate, applicable to MZ Series 

Microscope

 

MA211104 83mm Post Stand

83mm scope holder, Max. size from vertical 

post to the front of base is 10.75"(273mm). 

Vertical post diameter 1.26"(32mm), vertical 

post height 12" (305mm). The base size is 

320×305×16mm, with a 95×5mm Black and 

White Plate, applicable to 83mm Body Series 

Microscope

 

MA211105 85mm Post Stand

85mm scope holder, Max. size from vertical 

post to the front of base is 10.75"(273mm). 

Vertical post diameter 1.26"(32mm), vertical 

post height 12" (305mm). The base size is 

320×305×16mm, with a 95×5mm Black and 

White Plate, applicable to 85mm Body Series 

Microscope

 

MA211108 N Adapter Post Stand

N Type Adapter, Max. size from vertical post 

to the front of base is 10.75"(273mm). Vertical 

post diameter 1.26"(32mm), vertical post 

height 12" (305mm). The base size is 

320×305×16mm, with a 95×5mm Black and 

White Plate, applicable to all of the CCD 

Camera

 

MA212111
76mm HF Dual Illuminated 

Post Stand

76mm scope holder. 12V 15W halogen bulb 

for top lighting, 9W 2U fluorescent lamp for 

bottom lighting; AC 85-265V 50/60Hz.  Max. 

size from vertical post to the front of base is 

10.75"(273mm). Vertical Post Diameter: 

1.26"(32mm); Vertical Post Height: 12" 

(305mm). The base size is 320×305×60mm,  

with a 95×5mm Glass Plate. Applicable to all 

of the 76mm Body Series Microscope
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MA214111
76mm HH Dual Illuminated 

Post Stand

76mm scope holder,  12V 15W halogen bulb 

for top lighting and  bottom lighting, AC 85-

265V 50/60Hz. Max. size from vertical post to 

the front of base is 10.75"(273mm). Vertical 

post diameter 1.26"(32mm), vertical post 

height 12" (305mm). The base size is 

320×305×60mm,  with a 95×5mm Glass 

Plate, applicable to all of the 76mm Body 

Series Microscope
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MA221101 76mm Track Stand

76mm scope holder, travel distance 250mm, 

vertical length 325mm. The base size is 

320×305×16mm, with a 95×5mm Black and 

White Plate, applicable to all of the 76mm 

Body Series Microscope

 

MA221103 39mm Track Stand

39mm scope holder, travel distance 250mm, 

vertical length 325mm. The base size is 

320×305×16mm, with a 95×5mm Black and 

White Plate, applicable to MZ Series 

Microscope

 

MA221104 83mm Track Stand

83mm scope holder, travel distance 250mm, 

vertical length 325mm. The base size is 

320×305×16mm, with a 95×5mm Black and 

White Plate, applicable to all of the 83mm 

Body Series Microscope

 

MA221105 85mm Track Stand

85mm scope holder, travel distance 250mm, 

vertical length 325mm. The base size is 

320×305×16mm, with a 95×5mm Black and 

White Plate, applicable to all of the 85mm 

Body Series Microscope

 

MA221106 B&L Track Stand

B&L scope holder, travel distance 250mm, 

vertical length 325mm. The base size is 

320×305×16mm, with a 95×5mm Black and 

White Plate, applicable to B&L Series 

Microscope

 

MA221108 N Adapter Track Stand

N-Type to attach CCD camera with 1/4-20" 

standard screw, travel distance 250mm, 

vertical length 325mm. The base size is 

320×305×16mm, with a 95×5mm Black and 

White Plate

 

MA221201
76mm Fine Focus Track 

Stand

76mm scope holder, coaxial focus 

23mm/circle, fine focus 0.56mm/circle, travel 

distance 250mm, vertical length 325mm. The 

base size is 320×305×16mm, with a 95×5mm 

Black and White Plate, applicable to all of the 

76mm Body Series Microscope

 

MA222111
76mm HF Dual Illuminated 

Track Stand

76mm scope holder,  12V 15W halogen bulb 

for top lighting, 9W 2U fluorescent lamp for 

bottom lighting. AC 85-265V 50/60Hz. Travel 

distance 250mm, vertical length 325mm. The 

base size is 320×305×60mm, with a 95×5mm 

Glass Plate, applicable to  all of the 76mm 

Body Series Microscope

 

MA Microscope Track Stand
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MA224111
76mm HH Dual Illuminated 

Track Stand

76mm scope holder,  12V 15W halogen bulb 

for top and bottom lighting. AC 85-265V 

50/60Hz. Adjustable Mirror, Travel distance 

250mm, vertical length 325mm. The base size 

is 320×305×60mm, with a 95×5mm Glass 

Plate, applicable to all of the 76mm Body 

Series Microscope

 

MA225101 76mm High Track Stand

76mm scope holder,  vertical length 500mm. 

Travel distance 395mm,  The base size is 

320×305×16mm, with a 95×5mm Black and 

White Plate, applicable to all of the 76mm dia. 

Body Series Microscope

 

MA225103 39mm High Track Stand High Track Stand with 39mm Scope holder  

MA225104 83mm High Track Stand High Track Stand with 83mm Scope holder   

MA225105 85mm High Track Stand High Track Stand with 85mm Scope holder  

MA225108 N-Type High Track Stand High Track Stand with N-Type Adapter  

MA225111
76mm High Track 

Stand（with 4 holes）

76mm High Track Stand, with four holes to fix 

the 2x2 Measurement Stage
 

MA225201
76mm Fine Focus High Track 

Stand

76mm scope holder,  vertical length 500mm. 

Travel distance 395mm,  coaxial focus 

23mm/circle, fine focus 0.56mm/circle, The 

base size is 320×305×16mm, with a 95×5mm 

Black and White Plate, applicable to all of the 

76mm Body Series Microscope

 

MA225301
76mm Stage High Track 

Stand

76mm scope holder,  vertical length 500mm. 

Travel distance 273mm,  Manual Stage size: 

217mmx155mm, Travel distance :X80mm 

Y90mm, The base size is 320×305×16mm, 

with a 95×5mm Black and White Plate, 

applicable to all of the 76mm Body Series 

Microscope
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MA225401 76mm LED High Track Stand

76mm scope holder,  vertical length 500mm. 

Travel distance 460mm; The LED Light Base 

size is 320×316×21mm, with a 95×5mm Glass 

Plate,  input voltage: 90~240V 50/60Hz, 

applicable to all of the 76mm dia. Body Series 

Microscope

 

MA225403 39mm LED High Track Stand
LED High Track Stand with 39mm Scope 

holder
 

MA225404 83mm LED High Track Stand
LED High Track Stand with 83mm Scope 

holder
 

MA225405 85mm LED High Track Stand
LED High Track Stand with 85mm Scope 

holder
 

MA225408
N-Type LED High Track 

Stand
LED High Track Stand with N-Type Adapter  

MA225501
76mm LED Fine Focus High 

Track Stand

76mm scope holder,  vertical length 500mm. 

Travel distance 375mm,  coaxial focus 

23mm/circle, fine focus 0.56mm/circle,The 

LED Light Base size is 320×316×21mm, with 

a 95×5mm Glass Plate,  input voltage: 

90~240V 50/60Hz, applicable to all of the 

76mm dia.  Body Series Microscope

 

MA225601
76mm Stage LED High Track 

Stand

76mm scope holder,  vertical length 500mm. 

Travel distance 253mm, Manual Stage size: 

217mmx155mm, Travel distance :X80mm 

Y90mm, The LED Light Base size is 

320×316×21mm, with a 95×5mm Glass Plate,  

input voltage: 90~240V 50/60Hz, applicable to 

all of the 76mm dia. Body Series Microscope

 

MA225905 Safety Clamp
A limiting clamp for the column of the Track 

Stand. Max. opening: 31mm
 

MA228101
Transmitted Mirror Base 

(Fiber Optic Cable Adapter)

Used with MA211101 Post Stand and 

MA221101 Track Stand 76mm Track Stand, 

with MA229103 Clear Glass Plate, MA229201 

Iris, a  built-in 70mm mirror and an adjustable 

angle.  The adapter is for connecting the Fiber 

Optic Cable (MA323203 Single Pipe Light 

Guide) and Illuminator

 

MA228102 HH Dual illuminated Base

For MA211101 Post Stand and MA221101 

76mm Track Stand. With MA229103 Clear 

Glass Plate and MA229201 Iris, It has a  built-

in  mirror and the  angle is adjustable, 

brightness of  halogen light is adjustable.  

power supply:90-240v 50/60HZ, the top 

lighting is halogen light, voltage of halogen 

light 12V15W
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MA228106 HF Dual illuminated Base

For MA211101 Post Stand and MA221101 

76mm Track Stand. With  MA229102 Matte 

Finish Glass Plate and MA229201 Iris, It has 

a  built-in fluorescent light with adjustable 

brightness.  Power supply: 90~240v 50/60HZ,  

the top lighting is halogen light, voltage of 

halogen light 12V15W

 

MA229101 95mm Black And White Plate

Dia. 95mm, 5mm thickness, applicable to 

MA203101, MA211101 and MA221101 Track 

Stand

 

MA229102
95mm Matte Finish Glass 

Plate

Dia. 95mm, 5mm thickness, applicable to 

MA203101, MA211101 and MA221101 

Stands

 

MA229103 95mm Clear Glass Plate
Dia. 95mm, 5mm thickness, applicable to 

MA228101 Transmitted Mirror Base
 

MA231101 Boom Stand

39.5lbs Heavy Boom Stand, with a base size 

285×260×18mm.The length of horizontal bar 

is 21.4"(544mm); vertical post is 15"(384mm); 

the post of diameter is 1.465"(37.2mm). 

Diameter of mounting holein the front of 

horizontal bar is 5/8"(15.875mm). Maximum 

bearing load on the front of horizontal bar is 

21lbs(9.5kg)

 

MA231102 Clamp Stand

22.49lbs Clamp Base Stand. Maximum open 

size of clamp is 1.575"(40mm). The length of 

horizontal bar is 21.4"(544mm); vertical post is 

15"(384mm); the post of diameter is 

1.465"(37.2mm).  Diameter of mounting holein 

the front of horizontal bar is 5/8"(15.875mm). 

Maximum bearing load on the front of 

horizontal bar is 21lbs(9.5kg)

 

MA231105 Big Base Boom Stand

40.67lbs Heavy Boom Stand, with a base size 

394×380×12mm.The length of horizontal bar 

is 21.4"(544mm); vertical post is 15"(384mm); 

the post of diameter is 1.465"(37.2mm). 

Diameter of mounting holein the front of 

horizontal bar is 5/8"(15.875mm). Maximum 

bearing load on the front of horizontal bar is 

28lbs(12.7kg)

 

MA232101 Dual Arm Boom Stand

38.25lbs The base size is 285×260×18mm; 

the length of horizontal bar is 

20.866"(530mm); diameter is 0.787"(20mm). 

Vertical post is 15"(384mm); diameter is 

1.465"(37.2mm). Diameter of mounting hole in 

the front of horizontal bar is 5/8"(15.875mm). 

Maximum bearing load on the front of 

horizontal bar is 21lbs(9.5kg)
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MA232102
Dual Arm Boom Stand with 

Clamp 

21.17lbs Maximum open size of clamp is 

1.575"(40mm),the length of horizontal bar is 

20.866"(530mm); diameter is 0.787"(20mm). 

Vertical post is 15"(384mm); diameter is 

1.465"(37.2mm). Diameter of mounting holein 

the front of horizontal bar is 5/8"(15.875mm). 

Maximum bearing load on the front of 

horizontal bar is 20lbs(9.072kg)

 

MA233302
Clamp Stand with Dual Holes 

Adapter

Maximum open size of clamp is 

1.575"(40mm), vertical post is 15"(384mm); 

the post of diameter is 1.465"(37.2mm).  The 

diameter for fitting vertical post of the is 

38.4mm; the diameter of Front Hole adapter is 

22.2mm

 

MA237101 Big Base Post Stand

Base Size: 320x260x16mm; Vertical Post 

Height: 280mm; Vertical Post Diameter: 

32mm; Travel Distance in Vertical Direction: 

42mm; Dia. of Scope Holder: 50mm; 

Center to Center Distance (From the center of 

post to the center of holder): 150mm

 

MA237102 Horizontal big base stand

Base size: 380X260X30mm, dia. of Scope 

holder: 50mm, travel distance in vertical 

direction: 44mm, stage size: 200X110mm, 

adjustable trip of stage: X-axis 70mm, Y-axis 

30mm

 

MA239101 Boom Stand Extension Post

Length: 10"(254mm); Dia. of the post: 

1.465"(37.2mm). Applicable to  Boom Stand, 

Clamp Stand and Heavy Base Stand

 

MA239202 Clamp For Boom Stand

Maximum opening size of 

clamp:1.575"(40mm), for attaching to vertical 

post with Dia. 1.465"(37.2mm).

 

MA239301
Center Hole Post Heavy 

Base Stand

88.18lbs Heavy Base Stand, for holding 

flexible arm. The size of base is 

13×13×1.5"(330×330×38mm); vertical post is 

15"(384mm); diameter is 1.465"(37.2mm). 

The size can be extended up to 25"(634mm) 

with extension post. The diameter of the hole 

for the flexible arm adapter is 22.2mm
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MA239401 Double Holes Adapter

The diameter for fitting vertical post is 

38.4mm; the diameter of Pneumatic Arm 

adapter is 20mm

 

MA239402 Double Holes Adapter

The diameter for fitting vertical post is 

38.4mm; the diameter of Flexible Arm adapter 

is 22.2mm

 

MA239403 Three Holes Adapter
Attaches the Vertical Post of  Boom Stand to 

hold an E-Arm
 

MA239404 5/8” Table Mount
The 4 screw hole center to center distance is 

78mm x 24mm, with a 5/8" Adapter.
 

MA239405 Fiber Optic Illuminator Holder

For holding MA311101 / MA311102 / 

MA312101 / MA312102 Fiber Optic 

Illuminators

 

MA239406  LED Power Supply Holder  For holding LED Power Supply  

MA241100

Pneumatic Arm with LCD 

Monitor Adapter (w/o 

Monitor)

With A LCD Monitor Mounting Plate, 360° free 

revolution in horizontal direction.  Max. open 

size of clamp is 9.38"(238.25mm). Length of 

horizontal arm is 9.8"(250mm); length of 

gradient arm is 15"(380mm). Maximum radius: 

15"(380mm), minimum radius: 10.83"(275mm)

 

MA241102 76mm Pneumatic Arm

76mm scope holder, 360° free revolution in 

horizontal direction.  Max. open size of clamp 

is 9.38"(238.25mm). Length of horizontal arm 

is 9.8"(250mm); length of gradient arm is 

15"(380mm). Maximum radius: 15"(380mm), 

minimum radius: 10.83"(275mm). 

Weight:13.89lbs(6.3kg)

 

MA241108
Pneumatic Arm with CCD 

Focusing Mount

CCD Mounting Plate, 360° free revolution in 

horizontal direction.  Max. open size of clamp 

is 9.38"(238.25mm). Length of horizontal arm 

is 9.8"(250mm); length of gradient arm is 

15"(380mm). Maximum radius: 15"(380mm), 

minimum radius: 10.83"(275mm).

 

MA241109
Pneumatic Arm with N 

Adapter

N Adapter, 360° free revolution in horizontal 

direction.  Max. open size of clamp is 

9.38"(238.25mm). Length of horizontal arm is 

9.8"(250mm); length of gradient arm is 

15"(380mm). Maximum radius: 15"(380mm), 

minimum radius: 10.83"(275mm)

 

MA241912 Wall Mount

Applicable to Pneumatic Arm, fixed on the 

wall with four screws. Size: 153×153mm, the 

Dia. of the hole 20.02mm
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MA241913 Table Mount 

Applicable to Pneumatic Arm, fixed on the 

table with four screws. Size: 153×153mm, the 

Dia. of the hole 20.02mm

 

MA242101 Flexible Arm

With a table clamp. Max. open size of Clamp 

is 1.575"(40mm). 360° free revolution in 

horizontal direction.  Diameter of mounting 

hole in the front of horizontal bar is 

5/8"(15.875mm).  Maximum bearing load on 

the front of horizontal bar is 21lbs(9.5kg).  

Weight:12.78lbs

 

MA242201

Flexible Arm with

Center Hole Heavy Base 

Stand

MA242101 Flexible Arm (No Clamp) on the 

MA239301 Center Hole Post Heavy Base 

Stand

 

MA242301
Flexible Arm with Clamp 

Stand

MA242101 Flexible Arm (No Clamp) on the 

MA233302 Clamp Stand with Dual Holes 

Adapter

 

MA242912 Wall Mount

Applicable to Flexible Arm, fixed on the wall 

with four screws. Size: 153×153mm, the Dia. 

of the hole 22.2mm

 

MA242913 Table Mount

Applicable to Flexible Arm, fixed on the table 

with four screws. Size: 153×153mm, the Dia. 

of the hole 22.2mm

 

MA243501 Long Flexible Arm Stand

360° free horizontal revolution. Length of 

horizontal arm: 1400mm; Vertical post: 

1670mm; Vertical adjustment: 794mm
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MA251101 76mm E-Arm

76mm holder, with 5/8"(15.875mm) end 

adapter, focusing distance in vertical 

direction: 50mm, for holding SZ Series 

Microscope

 

MA251301 39mm E-Arm

39mm holder, with 5/8"(15.875mm) end 

adapter, focusing distance in vertical 

direction: 50mm, for holding MZ Series 

Microscope

 

MA251401 83mm E-Arm

83mm holder, with 5/8"(15.875mm) end 

adapter, focusing distance in vertical 

direction: 50mm, for holding SZ Series 

Microscope

 

MA251501 85mm E-Arm

85mm holder, with 5/8"(15.875mm) end 

adapter, focusing distance in vertical 

direction: 50mm, for holding SZ Series 

Microscope

 

MA251601 B&L E-Arm

B&L Microscope holder, with 5/8"(15.875mm) 

end adapter, focusing distance in vertical 

direction: 50mm, for holding B&L series 

microscope

 

MA251111 76mm Inclinable Focus Drive

76mm scope holder, track length 270mm, 

travel distance 160mm. 180°rotatable, 5/8" 

mount

 

MA251112 39mm Inclinable Focus Drive

39mm scope holder, track length 270mm, 

travel distance 160mm. 180°rotatable, 5/8" 

mount

 

MA251113 83mm Inclinable Focus Drive

83mm scope holder, track length 270mm, 

travel distance 160mm. 180°rotatable, 5/8" 

mount

 

MA251114 85mm Inclinable Focus Drive

85mm scope holder, track length 270mm, 

travel distance 160mm. 180°rotatable, 5/8" 

mount

 

MA251115
N-Type Inclinable Focus 

Drive

N-Type holder, track length 270mm, travel 

distance 160mm. 180°rotatable, 5/8" mount
 

MA251121
76mm Coarse Focus 

Inclinable Focus Drive

MA251111 With Fine-Focus, coaxial coarse 

focus 23mm/circle, fine focus 0.56mm/circle
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MA252101 Through Hole Focus Rack
76mm holder, 32mm end hole adapter. 

Focusing distance in vertical direction: 48mm
 

MA252103 Through Hole Focus Rack
39mm holder, 32mm end hole adapter. 

Focusing distance in vertical direction: 48mm
 

MA252104 Through Hole Focus Rack
83mm holder, 32mm end hole adapter. 

Focusing distance in vertical direction: 48mm
 

MA252105 Through Hole Focus Rack
85mm holder, 32mm end hole adapter. 

Focusing distance in vertical direction: 48mm
 

MA253101 Tiltable Arbor
Dia. 32mm. With a 5/8"(15.875mm) tilting end 

adapter. Length of arbor: 11"(280mm)
 

MA253102 Tiltable Arbor
Dia.25mm. With a 5/8"(15.875mm) tilting end 

adapter. Length of arbor: 9.65" (245mm).
 

MA253201 Arbor 
Dia. 32mm. With a 5/8"(15.875mm) end 

adapter. Length of arbor: 11"(280mm)
 

MA253202 Arbor 
Dia. 25mm. With a 5/8"(15.875mm) end 

adapter. Length of arbor: 9.65" (245mm)
 

MA254101 CCD Mounting Plate
5/8" Tilting end adapter. One 1/4-20" standard 

screw is used to hold the CCD Camera.
 

MA254201 CCD Focus Mounting Plate

50mm Focus travel distance, 5/8" Tilting end 

adapter. One 1/4-20" standard screw is used 

to hold the CCD Camera

 

MA254202 N Type Mounting Plate

Holding CCD Camera via 1/4-20” standard 

screw, 50mm Focus travel distance, 5/8" 

Tilting end adapter

 

MA255101 LCD Monitor Holder

For attaching 8" or 10" LCD Monitor to the 

Boom Stand, Track Stand and Post Stand. 

The monitor can be fixed by rotating knob or  

M3X14 screws.

 

MA256101 32/76mm Donut
Connect 76mm holder and I.D. 32mm Micro 

Zoom Lens
 

MA256102 39/76mm Donut
Connect 76mm holder and I.D. 39mm Micro 

Zoom Lens
 

MA256103 45/76mm Donut
Connect 76mm holder and 45mm Micro Zoom 

Lens body
 

MA256104 47/76mm Donut
Connect 76mm Holder and MZ501101 Macro 

Zoom Lens
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MA256105
76/76mm Stand Extension 

Adapter 
Add 56mm higher  

MA261101 Manual Stage
75x56mm travel, with 116×96mm back light 

window. 95mm adapter is for stand base
 

MA261102 Rotatable Manual Stage

Dimensions: 180X155X34mm, XY Travel 

distance: 75X55mm, dia. of glass: 95mm 

(360° free rotation)

 

MA261103 Manual Stage

Dimensions: 185X145X28mm; XY Travel 

Distance: 55x30mm; Dia. of Glass: 95mm; 

Active Area: 60mm; 95mm adapter is for 

stand base

 

MA261201 Manual Stage

Manual Stage. Dimensions: 180x150x50mm; 

XY Travel Distance: 75x45mm. The clamp 

opening size is from 25mm(10") to 

37.2mm(15.1")

 

MA262101 Manual Inspection Stage
Manual Stage, dimensions 440x290x36mm, 

XY 300x250mm travel
 

MA262102 Manual Inspection Stage 
Manual Stage, dimensions 380x230x36mm, 

XY 300x200mm travel
 

MA262201 Manual Inspection Stage 

Manual Stage, dimensions 440x290x36mm, 

XY 300x250mm travel, with 190×145mm back 

light window 

 

MA262202 Manual Inspection Stage 

Manual Stage, dimensions 380x230x36mm, 

XY 200x200mm travel, with 190x145mm back 

light window 

 

MA262301 ESD Safe Rubber Cover
400X290MM ESD Safe Rubber Cover, for

MA262101 and  MA262201 Manual Stages
 

MA271101 PCB Holder

40mm height for holding PCB, PCB minimum 

size ≤5mm. 4 pcs for one set. For MA262101 

Manual Inspection Stages

 

MA311101 Fiber Optic Illuminator 

21V 150W Halogen light bulb, input 120V 

60Hz, color temperature 3000K, with a 5/8" 

Fiber Optic Cable Adapter.  

Dimension:208x105x124mm. Weight: 3kg

 

MA311102 Fiber Optic Illuminator 

21V 150W Halogen light bulb, input 240V 

50Hz, color temperature 3000K, with a 5/8" 

Fiber Optic Cable Adapter.  

Dimension:208x105x124mm. Weight: 3kg
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MA311310 Filter Kit

For MA311101 Fiber Optic Illuminator, 

including Red, Green and Blue Filters. The 

daylight Correction filter is included in the 

package of light source

 

MA312101 Fiber Optic Illuminator

21V 150W Halogen light bulb, input 120V 

60Hz, with a 5/8" Fiber Optic Cable adapter 

with metal housing. The color temperature is 

3000K

 

MA312102 Fiber Optic Illuminator 

21V 150W Halogen light bulb, input 240V 

50Hz, with a 5/8" Fiber Optic Cable adapter 

with metal housing. The color temperature is 

3000K

 

MA314101 Fiber Optic Illuminator 

21V 150W Halogen light bulb. Input Voltage: 

90-240V; Color Temperature: 3000K, with a 

5/8" Fiber Optic Cable Adapter, 3 pieces of 

built-in filters. Dimensions: 210×170×130mm. 

Weight: 3kg

 

MA314102 Fiber Optic Illuminator 

21V 150W Halogen light bulb, input 110V 

60Hz, color temperature 3500K, with a 5/8" 

Fiber Optic Cable Adapter.  

Dimension:226x117x138mm. Weight: 2.2kg

 

MA314108 Fiber Optic Illuminator 

24V 150W Halogen light bulb, input 110/220 

50/60Hz, color temperature 3200K, with a 5/8" 

Fiber Optic Cable Adapter. 

Dimension:280×100×170mm. Weight: 3kg

 

MA314309 Fiber Optic Illuminator 

24V 250W Halogen light bulb. Input Voltage: 

110/220 50/60Hz; Color Temperature: 3200K, 

with a 5/8" Fiber Optic Cable Adapter. 

Dimensions: 323×274×123mm. Weight: 5.5kg

 

MA315101 Fiber Optic Xenon Illuminator

Lamp power 50W. Input  95-240V 50-60Hz; 

Brightness 3000000lx, with a 5/8" Fiber Optic 

Cable Adapter. Dimensions 100x190x280mm. 

Weight: 3.9kg/8.6 lbs

 

MA315102 Fiber Optic Xenon Illuminator

Lamp power 250W (Optional 350W). Input  95-

240V 50-60Hz; Brightness 5800000lx, with a 

5/8" Fiber Optic Cable Adapter. Dimensions 

295x135x300mm. Weight: 7.8kg/17.2 lbs
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MA321101 Annular Ring Light Guide 

Ring's I.D.: 58mm; fiber dia.: 10mm, with  

PVC tubing at 1m in length, fitting most major 

brand microscopes. 5/8" standard adapter is 

for attaching Fiber Optic Illuminator

 

MA321102 Annular Ring Light Guide 

Ring's I.D.: 58mm; fiber dia.: 10mm, with  

PVC tubing at 1.5m in length, fitting most 

major brand microscopes. 5/8" standard 

adapter is for attaching Fiber Optic Illuminator

 

MA321103 Annular Ring Light Guide 

Ring's I.D.: 58mm; fiber dia.: 10mm, with  

PVC tubing at 3m in length, fitting most major 

brand microscopes. 5/8" standard adapter is 

for attaching Fiber Optic Illuminator

 

MA321111 Six Points Ring Light Guide 

Ring's I.D.: 58mm; fiber dia.: 10mm, with  

PVC tubing at 1m in length, six spot light in 

the annular optical fiber surface, fitting most 

major brand microscopes. 5/8" standard 

adapter is for attaching Fiber Optic Illuminator

 

MA321112 Six Points Ring Light Guide

Ring's I.D.: 58mm; fiber dia.: 10mm, with  

PVC tubing at 1.5m in length, six spot light in 

the annular optical fiber surface, fitting most 

major brand microscopes. 5/8" standard 

adapter is for attaching Fiber Optic Illuminator

 

MA321201 Annular Ring Light Guide 

Ring's I.D.: 51mm; fiber dia.: 8mm, with  PVC 

tubing at 1m in length, fitting most major 

brand microscopes. 5/8" standard adapter is 

for attaching Fiber Optic Illuminator

 

MA321202 Annular Ring Light Guide

Ring's I.D.: 51mm; fiber dia.: 8mm, with  PVC 

tubing at 0.8m in length, fitting most major 

brand microscopes. 5/8" standard adapter is 

for attaching Fiber Optic Illuminator

 

MA321301 Annular Ring Light Guide

Ring's I.D.: 34mm; fiber dia.: 8mm, with PVC 

tubing at 1m in length,  fitting most major 

brand microscopes. 5/8" standard adapter is 

for attaching Fiber Optic Illuminator

 

MA321302 Annular Ring Light Guide

Ring's I.D.: 34mm; fiber dia.: 8mm, with PVC 

tubing at 1.5m in length,  fitting most major 

brand microscopes. 5/8" standard adapter is 

for attaching Fiber Optic Illuminator

 

MA321401 Annular Ring Light Guide

Ring's I.D.: 65mm; fiber dia.: 11mm, with PVC 

tubing at 1 m in length, fitting most major 

brand microscopes. 5/8" standard adapter is 

for attaching the Fiber Optic Illuminator.
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MA322101 Dual Pipe Light Guide

Fiber Optic Goose Neck Dual Pipe With 

focusing lens, fiber dia.: 7.1mm; 18"(460mm) 

in length. 5/8" standard adapter is for 

attaching  the Fiber Optic Illuminator

 

MA322111 Dual Pipe Light Guide

Fiber Optic Goose Neck Dual Pipe With 

focusing lens, fiber dia.: 7.1mm; 800mm in 

length. 5/8" standard adapter is for attaching  

the Fiber Optic Illuminator

 

MA322201 Dual Pipe Light Guide 

The Fiber Optic Cable for PZ4 Series of 

Parallel Zoom Stereo Microscope' Coaxial 

Illuminator

 

MA322121 Dual Pipe Light Guide 

Fiber Optic Goose Neck Dual Pipe With 

focusing lens, fiber dia.:1/4 "; 18"(460mm) in 

length. 5/8" standard adapter is for attaching  

the Fiber Optic Illuminator

 

MA322302 Dual Pipe Light Guide

Dual Pipe Light Guides, with a clamp  

attaching to Track Stand, Post Stand or Boom 

Stand. Length of Stay-Put Gooseneck: 

510mm; Flexible Cable: 910mm; The  5/8" 

standard adapter is for connecting  the Fiber 

Optic Illuminator

 

MA323101 Single Pipe Light Guide

With focusing lens, fiber dia.: 6mm; 

18"(460mm) gooseneck. 5/8" standard 

adapter is for  attaching the Fiber Optic 

Illuminator

 

MA323102 Single Pipe Light Guide

With focusing lens, fiber dia.: 6mm; 

24"610mm) gooseneck. 5/8" standard adapter 

is for  attaching the Fiber Optic Illuminator

 

MA323201 Single Pipe Light Guide

Fiber Optic Cable: Φ6x800mm, with Φ9mm 

Adapter, for MZ Coaxial Illuminator, 

MA201912 and MA228101 Fiber Optic Mirror 

Base

 

MA323202 Single Pipe Light Guide

Fiber Optic Cable: Φ6x600mm, with Φ9mm 

Adapter, for MZ Coaxial Illuminator, 

MA201912 and MA228101 Fiber Optic Mirror 

Base

 

MA323203 Single Pipe Light Guide

Fiber Optic Cable: Φ6x1m, with Φ9mm 

Adapter, for MZ Coaxial Illuminator, 

MA201912 and MA228101 Fiber Optic Mirror 

Base

 

MA323204 Single Pipe Light Guide

Fiber Optic Cable: Φ6x1.5m, with Φ9mm 

Adapter, for MZ Coaxial Illuminator, 

MA201912 and MA228101 Fiber Optic Mirror 

Base

 

 

Page 44 of 54 



J.R. INSTRUMENTS

Picture Preview P/N Name Description  

MA324101 Back Light Guide

4"×4" active area, 178×110×20mm 

dimension, fiber dia.: 10mm. 5/8" standard 

adapter is for attaching the Fiber Optic 

Illuminator

 

MA324102 Back Light Guide

2"×2" active area, 86×52×16mm dimension, 

fiber dia. 6.5mm. 5/8" standard adapter is for 

attaching the Fiber Optic Illuminator. 

Applicable to MA262201 Manual Inspection 

Stage

 

MA325101 Line Light Guide

Fiber Optic Cable: Φ10mm, output 1x71mm, 

1m in Length, 5/8" standard adapter is for 

attaching  the Fiber Optic Illuminator

 

MA325102 Line Light Guide

Fiber Optic Cable: Φ6mm, output 1x38mm, 

1m in Length, 5/8" standard adapter is for 

attaching  the Fiber Optic Illuminator

 

MA325103 Line Light Guide

Fiber Optic Cable: Φ12mm, output 1x253mm, 

910mm in Length, 5/8" standard adapter for 

connecting  the Fiber Optic Illuminator.

 

MA331101 Fluorescent Ring Light 
120V 60Hz, 12W fluorescent ring light bulb. 

Max. Opening 55mm, for Stereo Microscopes
 

MA331102 Fluorescent Ring Light 
240V 50Hz, 12W fluorescent ring light bulb. 

Max. Opening 55mm, for Stereo Microscopes
 

MA331103 Fluorescent Ring Light 

120V 60Hz, 7W fluorescent ring light bulb. 

Max. Opening 62mm, for SZ, SZ2, SZ3 and 

FS Series Stereo Microscopes

 

MA331104 Fluorescent Ring Light 

240V 60Hz, 7W fluorescent ring light bulb. 

Max. Opening 62mm, for SZ, SZ2, SZ3 and 

FS Series Stereo Microscopes

 

MA331105
Adjustable Fluorescent Ring 

Light

120V 60Hz, 12W fluorescent ring light bulb. 

Max. Opening 62mm, brightness is 

adjustable, for SZ, SZ2, SZ3 and FS Series 

Stereo Microscopes

 

MA331106
Adjustable Fluorescent Ring 

Light 

240V 60Hz, 12W fluorescent ring light bulb. 

Max. Opening 62mm, brightness is 

adjustable, for SZ, SZ2, SZ3 and FS Series 

Stereo Microscopes

 

MA331107 UV Fluorescent Ring Light

Power Consumption 8W, wave-length 365nm, 

120V 60Hz. Max. Opening 62mm, brightness 

is adjustable, for SZ, PZ, and FS Series 

Stereo Microscopes
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MA341103 LED Ring Light

60 LED Bulbs, input: 90-265V 50/60Hz; 

output: 24V6W; color temperature: 6400K; 

Max. Opening of Ring: 62mm. The brightness 

is adjustable, for SZ. SZ2, SZ3 and FS Series 

Stereo Microscopes

 

MA341123 LED Ring Light (UV FREE)

UV FREE, 60 LED Bulbs, input: 90-265V 

50/60Hz; Output: 24V6W; Color temperature: 

3500K; Ring of Max. Opening: 62mm. The 

brightness is adjustable, for SZ, SZ2, SZ3 and 

FS Series Stereo Microscopes.

 

MA341104 LED Ring Light 

AC 90-240V 50/60Hz, 144 LED Bulbs, Max. 

Opening: 61mm, brightness is adjustable,  for 

SZ. SZ2, SZ3 and FS Series Stereo 

Microscopes

 

MA341105 LED Ring Light 

AC 90-240V 50/60Hz, 48 LED Bulbs, Max. 

Opening: 61mm, brightness is adjustable,  for  

SZ. SZ2, SZ3 and FS Series Stereo 

Microscopes

 

MA341303
LED Ring Light with Area 

Control

AC 100-240V 50/60Hz, 48LED Bulbs, Max. 

Opening: 61mm, ring light is divided into 4 

areas, and each area is turned on and off 

separately, brightness is adjustable, for SZ. 

SZ2, SZ3 and FS Series Stereo Microscopes

 

MA341305
LED Ring Light with Area 

Control

AC 90-240V 50/60Hz, 144LED Bulbs, Max. 

Opening: 61mm, ring light is divided into 4 

areas, and each area is turned on and off 

separately, brightness is adjustable, for SZ. 

SZ2, SZ3 and FS Series Stereo Microscopes

 

MA341306
LED Ring Light with Area 

Control

72LED Bulbs, Max. Opening: 61mm, ring light 

is divided into 4 areas and each area is turned 

on and off separately, brightness is 

adjustable, AC 90-264V 50/60Hz, ESD safe, 

for SZ, PZ and FS Series Stereo 

Microscopes.

 

MA341501 High Power LED Ring Light

White color, eight (8) 3W LED Bulbs, Top 

opening Size Φ70mm, Opening Outside 

Dimensions Φ115mmx35mm (H); Input power 

AC 85-265V, 50/60Hz, Output DC15V 0.7A, 

brightness is adjustable

 

MA342102 LED Ring Light

AC 90-240V 50/60Hz, output: DC 3.3V, 

800mA, brightness is adjustable,  for 

MZ201101 Series of Microscope

 

MA342103
LED Ring Light for Video 

Zoom Microscope

AC 90~265V 50/60Hz, 96LED Bulbs,  4W 

I.D.:50mm, O.D.:68mm, Height: 35mm, 

adjustable brightness,  for MZ, MZ2, MZ3 

Series Video Zoom Microscopes
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MA343101 LED Fiber Optic Illuminator

Power Consumption 20W, White Color, Color 

Temp. 6400K, Luminous flux≥280 lm, Power 

Supply 100-240V AC / 50-60Hz, Dimensions 

210x145x80mm, with 5/8" standard Fiber 

Optic cable adapter

 

MA343102 LED Fiber Optic Illuminator

Power Consumption 50W, White Color, Color 

Temp. 6400K, Luminous flux≥500 lm, Power 

Supply 100-240V AC / 50-60Hz, Dimensions 

210x145x80mm, with 5/8" standard Fiber 

Optic cable adapter

 

MA344101 LED Back Light

2×2” active area, 86×52×16mm dimensions,

AC 90-240V 50/60Hz, output: DC 18-24V,

6W Max, brightness is adjustable.

 

MA344102 4x4" LED Back Light

White color, 4×4” active area, dimensions 

150×110×14mm, Input Power AC 85-265V 

50/60Hz, Output DC 22V 0.32A, brightness is 

adjustable.

 

MA344103 6X6" LED Back Light

White color, 6×6” active area, dimensions 

200×165×17mm, Input Power AC 85-265V 

50/60Hz, Output DC32V 0.6A, brightness is 

adjustable

 

MA344105 Round LED Back Light

White color, Ø72mm active area, dimensions 

Ø95X4.6mm (H), Input AC 90-265V 50/60Hz, 

output DC24V 0.07A, brightness is adjustable.

 

MA345101 LED Point Light

2W spot light, AC 90-240V 50/60Hz, output: 

DC 18-24V,  2W Max, brightness is 

adjustable, for track stand and post stand 

 

MA345103 LED Point Light

1W spot light, AC 90-240V 50/60Hz, output: 

DC3.3V. 0-350mA,  2W Max, brightness is 

adjustable, for MZ Coaxial Illuminator

 

MA345201 LED Dual-Spot Light

Input Voltage: AC 90-240V 50/60Hz; Output 

Voltage: DC 24V,4W;Gooseneck length 

240m. The clamp opening size is  from 

25mm(10") to 37.2mm(15.1"). Can be 

installed on  track stand, post stand and boom 

stand.  

 

MA347101 LED Diffuse Illuminator

Input Voltage: AC 100-240V, 50/60Hz; Output 

Voltage: DC 24V; Top mount: 

Φ78mm(outer)×Φ60mm(inner); Top caliber: 

Φ40mm; Bottom Opening Size: 

Φ123mm(outer)×Φ92mm(inner)

 

MA347102 LED Diffuse Illuminator

White Color, 122 LED Bulbs, Top mount 

Φ61mm, Bottom Opening Size Φ95. Input 

Voltage AC 90-265V, 50/60Hz, Output 

Voltage DC 24V 0.15A, 3.6W, brightness is 

adjustable
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MA351101 Halogen Light

12V 15W halogen bulb. The brightness is 

adjustable. For MA201201 Track Stand and 

MA201911 Transmitted Mirror Base

 

MA361101
Polarizer For SZ Annular 

Ring Light Guide

Polarizer size: outside dia.: φ63mm, inner 

dia.: φ46mm, dia. of receiver: φ46mm
 

MA361102
Polarizer For MZ Annular 

Ring Light Guide

Polarizer size: outside dia.: φ48mm, inner 

dia.: φ28mm, dia. of receiver: φ28mm
 

MA361103 Polarizer For LED Ring Light

Polarizer size: outside dia.: φ83.5mm, inner 

dia.: φ47mm, dia. of receiver: φ36mm, screw 

thread size: M38X0.75

 

MA361104
Polarizer For LCD 

Microscope

Polarizer size: outside dia.: φ68mm, inner 

dia.: φ39mm, dia. of receiver: φ28mm, screw 

thread size: M30X0.75

 

MA371101 Laser Pointer
Wavelength: 650nm; Input voltage: 3-4.5V.

For all of the Stereo Microscopes
 

MA121102
10X Infinity Corrected Long 

Working Distance Objective 

10X Plan achromatic objective, parfocal 

distance 95mm, working distance 34mm, focal 

length 21mm, N.A. 0.28

 

MA121201
5X Infinity Corrected Long 

Working Distance Objective

5X Plan achromatic objective, parfocal 

distance 95mm, working distance 44.5mm, 

focal length 40mm, N.A. 0.13

 

MA121203
20X Infinity Corrected Long 

Working Distance Objective 

20X Plan achromatic objective, parfocal 

distance 95mm, working distance 31mm, focal 

length 10mm, N.A. 0.29

 

MA121204
50X Infinity Corrected Long 

Working Distance Objective

50X Plan achromatic objective, parfocal 

distance 95mm, working distance 20.5mm, 

focal length 4mm, N.A. 0.42

 

MA121205
100X Infinity Corrected Long 

Working Distance Objective

100X Plan achromatic objective, parfocal 

distance 95mm, working distance 12.5mm, 

focal length 2mm, N.A. 0.55

 

MA121312

10X NIR  Infinity Corrected 

Long Working Distance 

Objective

10X Plan achromatic objective, working 

distance 34mm, focal length 20mm, N.A. 0.28, 

D.F. 3.5μm, FOV Ø2.4mm（Ø24 Eyepieces), 

Resolution 1μm, wavelength 400nm~1200nm
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MA121313

20X NIR Infinity Corrected 

Long Working Distance 

Objective

20X Plan achromatic objective, working 

distance 30.8mm, focal length 10mm, N.A. 

0.29, D.F. 3.5μm, FOV Ø1.2mm（Ø24 

Eyepieces), Resolution 1μm, wavelength 

400nm~1200nm

 

MA121314

50X NIR Infinity Corrected 

Long Working Distance 

Objective

50X Plan achromatic objective, working 

distance 20.5mm, focal length 4mm, N.A. 

0.42, D.F. 1.6 μm, FOV Ø0.48mm（Ø24 

Eyepieces), Resolution 0.7μm, wavelength 

400nm~1200nm

 

MA112101 Crosshair Reticle
Ø24mm, thickness 1.5mm. Cross-Scale

10mm/100 Div. 
 

MA112102 Crosshair Reticle
Ø24mm, thickness 1.5mm. Cross-Scale

12mm/120 Div.
 

MA112103 Cross line Reticle Ø24mm, thickness 1.5mm. Plain Crosshair  

MA112104 Net Grid Reticle 
Ø24mm,  thickness 1.5mm. 

Net Grid 10x10mm / 10x10mm
 

MA112105 Multi Scale

Ø24mm,  thickness 1.5mm. 

0-180° / 10° Half Protractor. 

Linear Scales: 10mm/100/0.5mm

 

MA112201 Crosshair Reticle Ø20mm. Crosshair Scale 10mm/100 Div.  

MA112202 Crosshair Reticle Ø20mm, Crossed Scales 10mm/100 Div.  

MA112203 Cross line Reticle Ø20mm, Plain Cross line  
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MA112204 Net Grid Reticle Ø20mm, Net Grid 10x10mm / 10x10mm  

MA112301 Scaled Reticle
Ø18mm, thickness 1.2mm. 

Straight Line 5mm/100 Div.
 

MA112302 Scaled Reticle
Ø18mm, thickness 1.2mm. 

Single Line 10mm/200 Div.
 

MA112401 Cross line Reticle Ø27mm, thickness 1.9mm. Plain Crosshair  

MA112402 Crosshair Reticle
Ø27mm, thickness 1.9mm. Single Line

20mm/200 Div.
 

MA751301 Scale Micrometer
Dual Axis Linear (1mm/100/0.01mm), 

Dimensions: 75X35x2mm
 

MA751302 Scale Micrometer
Linear (1mm/100/0.01mm), Dimensions: 

75X35x2mm
 

MA751303 Scale Micrometer 
Linear (1inch/100/0.001inch), Dimensions: 

75X35x2mm
 

MA751304
Multi-Function Scale 

Micrometer 

Dual Axis (1mm/100/0.01mm); 

Linear(50mm/500/0.1mm); Dimensions: 

75X35x2mm

 

MA751305
Multi-Function Scale 

Micrometer 

Linear (10mm/100/0.1mm), Linear 

(1mm/100/0.01mm); Linear 

(10mm/200/0.05mm); Dimensions: 

75X35x2mm

 

MA751309
Multi-Function Scale 

Micrometer 

Size: 45X45mm; Minimum measurability 

scale: 0.1mm; Minimum measurability angle: 

1°; Maximum measurability length: 15mm with 

built-in crosshair, net grid hair, circle and 

square
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MA751402 Resolution Target Negative 25-160 lp/mm, Diameter: 35x2mm  

MA411101
10X Digital Camera Adapter 

Kit

10X Optical Lens, applicable to 

23.2mm/30mm Eyepiece Adapter, or C-mount 

of Trinocular Microscope. The adapters with 

28mm, 37mm and 43mm thread rings fit 

different Digital Cameras

 

MA421101
DSLR Digital Camera 

Adapter Kit

With a 2X optical lens, for DSLR camera. The 

adapter of the lens has 42x0.75mm thread, 

and a T-mount adapter is used  to connect  

the adapter of the lens with  the Digital DSLR 

Camera

 

MA425101 Nikon T-Mount Adapter For Nikon type DSLR Camera  

MA512101 0.28X Video Coupler

0.28X Standard Video Coupler, for attach the 

CCD Camera to Microscope Eyepiece Tube 

or Trinocular

 

MA512102 0.45X Video Coupler

0.45X Standard Video Coupler, for attach the 

CCD Camera to Microscope Eyepiece Tube 

or Trinocular

 

MA512103 0.5X Video Coupler

0.5X Standard Video Coupler, for attach the 

CCD Camera to Microscope Eyepiece Tube 

or Trinocular

 

MA513101 Olympus C-Mount Adapter

1X C-mount. For Olympus SZ71/SZ10/SZ16 

BX/CX System;MX System microscope; STM 

System microscope.

 

MA513102 Olympus C-Mount Adapter
1X C-mount. For Olympus inverted biological 

microscope.
 

MA513103 Olympus C-Mount Adapter

0.5X CCD Adapter. For Olympus 

SZ71/SZ10/SZ16 BX/CX System, MX System 

microscope, STM System microscope.

 

MA513104 Olympus C-Mount Adapter

0.63X C-mount Adapter. For Olympus 

SZ71/SZ10/SZ16 BX/CX System, MX System 

microscope, STM System microscope.

 

MA513105 Olympus C-Mount Adapter

For E System Digital SLR Cameras, For 

Olympus SZ71/SZ10/SZ16 BX/CX System, 

MX System microscope, STM System 

microscope.
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MA513201 Leica C-Mount Adapter
1X C-mount Adapter, used for Leica DM 

System microscope
 

MA513202 Leica C-Mount Adapter
0.55X C-mount Adapter, used for Leica DM 

System microscope
 

MA513203 Leica C-Mount Adapter
Leica DM System. For Nikon D System Digital 

SLR Cameras
 

MA513301 Zeiss C-Mount Adapter

Video 60C 2/3″0.63X, used for Zeiss 

inverted and upright biological and 

metallurgical microscope

 

MA513302 Zeiss C-Mount Adapter

Video 60C 1/2″0.5X, used for Zeiss inverted 

and upright biological and metallurgical 

microscope

 

MA513303 Zeiss C-Mount Adapter
Camera Adapter 60C 1″ 1.0X, used for the 

Zeiss upright biological microscope
 

MA513304 Zeiss C-Mount Adapter

Diameter 30mm, Connecting Tube 60mm 

F/Photo eyepiece, Zeiss Connecting universal 

adapter

 

MA513305 Zeiss C-Mount Adapter

Diameter 30mm， Magnification: 

0.5X，Screw Mount: 1”x1/32, used for Zeiss 

inverted microscope

 

MA513306 Zeiss C-Mount Adapter
Digital Camera Adapter D30, M37/52x0.75, for 

Zeiss 451271
 

MA513401 Nikon C-Mount Adapter

38x38mm Tube is for 1.0X C-mount adapters, 

(Nikon 

E200/LV100/LV150/L200/300/MM800/400 

microscopes)

 

MA513402 Nikon C-Mount Adapter

0.55X C-mount Adapter, used for the 

industrial microscope, (Nikon 

E200/LV100/LV150/L200/300/MM800/400 

microscopes)

 

MA513403 Nikon C-Mount Adapter

1X C-mount, used for the Industrial 

microscope, (Nikon 

E200/LV100/LV150/L200/300/MM800/400 

microscopes)
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MA711101
ESD SAFE Microscope 

Cover 
ESD SAFE, 350mm in height  

MA711102
ESD SAFE Microscope 

Cover 
ESD SAFE, 450mm in height  

MA721101 8" Screen Protection Film  

MA721102 10.4" Screen Protection Film  

MA721103 15" Screen Protection Film  

MA761101 Microscope Cleaning Kit
The complete package for cleaning 

microscopes
 

PM112231
20X Portable Measuring 

Microscope with Penlight

With 10X Eyepiece and 2X Objective Lens, 

Total Mag. 20X, Measurement Reticle, battery-

powered Lighting (2 AAA Batteries)

 

PM113231
40X Portable Measuring 

Microscope with Penlight

With 10X Eyepiece and 4X Objective Lens, 

Total Mag. 40X, Measurement Reticle, battery-

powered Lighting (2 AAA Batteries)

 

PM114231
50X Portable Measuring 

Microscope with Penlight

With 10X Eyepiece and 5X Objective Lens, 

Total Mag. 50X, Measurement Reticle, battery-

powered Lighting (2 AAA Batteries)

 

PM117231
100X Portable Measuring 

Microscope with Penlight

With 10X Eyepiece and 10X Objective Lens, 

Total Mag. 100X, Measurement Reticle, 

battery-powered Lighting (2 AAA Batteries)

 

PM121021
20X Portable Measuring 

Microscope with Penlight

With 10X Eyepiece and 2X Objective Lens, 

Total Mag. 20X, Measurement Reticle, battery-

powered Lighting (2 AAA Batteries)

 

PM121041
40X Portable Measuring 

Microscope with Penlight

With 10X Eyepiece and 4X Objective Lens, 

Total Mag. 40X, Measurement Reticle, battery-

powered Lighting (2 AAA Batteries)

 

PM121061
60X Portable Measuring 

Microscope with Penlight

With 10X Eyepiece and 6X Objective Lens, 

Total Mag. 60X, Measurement Reticle, battery-

powered Lighting (2 AAA Batteries)

 

PM121101
100X Portable Measuring 

Microscope with Penlight

With 10X Eyepiece and 10X Objective Lens, 

Total Mag. 100X, Measurement Reticle, 

battery-powered Lighting (2 AAA Batteries)

 

PM143024
40X Portable Measuring

Microscope

Total Mag. 40X, Inside Measurement Reticle. 

Measuring range 2mm. Minimum Readable 

Division 0.005mm

 

Taking electrostatic ion adsorbed layer as the 

adhesive agent for the film, bubbles will not be 

generated when the film is applied to the 

screen, and the light transmittance is 99.5%. 

This screen protection film has anti-UV 

function, with high performance of tolerating 

high and low temperatures, preventing the 

screen from worn-out via direct contact
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ML100003 Magnifier 1000 Series 3D

3 diopter, lens Dia. 5" (127mm), 22W circular 

fluorescent, with metal handgrip, 120V 60Hz, 

crown glass, 40" arm, big clamp

 

ML100005 Magnifier 1000 Series 5D

5 diopter, lens Dia. 5" (127mm), 22W circular 

fluorescent, with metal handgrip, 120V 60Hz, 

crown glass, 40" arm, big clamp

 

ML100103
Magnifier 1000 Series 3D

with ESD SAFE

3 diopter, lens Dia. 5" (127mm), 22W circular 

fluorescent, with metal handgrip, 120V 60Hz, 

crown glass, 40" arm, big clamp, ESD safe

 

ML100105
Magnifier 1000 Series 5D

with ESD SAFE

5 diopter, lens Dia. 5" (127mm), 22W circular 

fluorescent, with metal handgrip, 120V 60Hz, 

crown glass, 40" arm, big clamp, ESD safe

 

ML310003 Magnifier 3000 Series 3D

3 diopter, 9W fluorescent lights, 120V 60Hz, 

7.3"×4.5" (185×115mm) crown glass lens, 40" 

arm, big clamp

 

ML310005 Magnifier 3000 Series 5D

5 diopter, 9W fluorescent lights, 120V 60Hz, 

7.3"×4.5" (185×115mm) crown glass lens, 40" 

arm, big clamp

 

ML310103
Magnifier 3000 Series 3D 

With ESD SAFE

3 diopter, 9W fluorescent lights, 120V 60Hz, 

7.3"×4.5" (185×115mm) crown glass lens, 40" 

arm, big clamp, ESD safe

 

ML310105
Magnifier 3000 Series 5D 

With ESD SAFE

5 diopter, 9W fluorescent lights, 120V 60Hz, 

7.3"×4.5" (185×115mm) crown glass lens, 40" 

arm, big clamp, ESD safe
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